
GROEP 1A

blz. 1a.2-1a.23

- Scharnieren TIOMOS
- Montageplaten TIOMOS

blz. 1a.24-1a.28

- Scharnieren NEXIS
- Montageplaten NEXIS

blz. 1a.29-1a.31

- Push To Open P2O
- Toebehoren

blz. 1a.41-1a.42

- Pivots

blz. 1a.42

- Paumellen

blz. 1a.43-1a.44

- Onzichtbare scharnieren

blz. 1a.45-1a.46

- Glasdeurscharnieren

blz. 1a.47-1a.48

- Deurdempers

blz. 1a.34-1a.39

- Speciale scharnieren
- Verstekscharnieren
- Tafelbladscharnieren
- Valdeurscharnieren

blz. 1a.40-1a.40

- Meubelscharnieren

blz. 1a.32-1a.33

- Speciale scharnieren

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a.1

1a



- Openingshoek 110°.
- Max. deurdikte: 24 mm.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling 	
	 m.b.v. montageplaat.
- Met of zonder geïntegreerde demping.
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

Tiomos 110.110° hinge(door thicknesses up to 24 mm)
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  8705-2011
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  8705-2011
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  8705-2011
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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SCHARNIEREN TIOMOS 110

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

DRILLING PATTERNS 52/5.5

52 5.
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35+0.1
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5
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

DRILLING PATTERNS 48/6
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Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  8905-2011
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

DRILLING PATTERNS 52/5.5
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5
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Damper

without 
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Click-on
Press fitting

Impresso
without tools

Full overlay 1 0
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- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500
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Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6
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Click-on
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Overlay 1 3
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- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3
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- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6
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Click-on
Press fitting

Impresso
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Full overlay 1 0
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Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
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without 
spring
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with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0
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- F046138943 – F035139527

Overlay 1 3
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- F046138944 – F035139528

Half overlay 2 9.5
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Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500
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Half overlay 2 9.5
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Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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Onder voorbehoud van maatafwijkingen en technische veranderingen.
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150
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Technical information 152

Assembly aids 794
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)
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ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools
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- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
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• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

OMSCHRIJVING VOOR SCHARNIER CODE

opliggend half opliggend inliggend

Scharnierarm afdekkap, vernikkeld

Scharnierarm afdekkap lang, vernikkeld

Scharnierpot afdekkap, vernikkeld

85° openingsbegrenzer

half opliggend, inliggend

opliggend

alle

1200-4300

1200-4304

1200-4303

1200-4451

INFORMATIE VOOR INSTALLATIE

AFDEKKAPPEN + TOEBEHOREN
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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3-7
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2 x F
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F
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40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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1 

D
eu

ro
ps

la
g

0
Boorafstand
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18.5 3.5
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Boorafstand
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0.0 0 2 3
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MINIMUM GAP

D
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th
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Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th
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kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
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Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres
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Minimum gap
2 1.0 at 85° opening angle
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D
oo

r 
th

ic
kn

es
s

Cup distance
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Cup distance
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28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
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22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
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18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th
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kn
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s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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F
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Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

9.
5

45

35+0.1

45

8 9.
5

35+0.1

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  8705-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
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Boorafstand
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Boorafstand
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8.0 3.5
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6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
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ro
ps
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Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th
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s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn
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s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a.3

1a



- Openingshoek 110°.
- Max. deurdikte: 24 mm.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling 	
	 m.b.v. montageplaat.
- Met of zonder geïntegreerde demping.
- Deuropslag mogelijk tot 24 mm.

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  
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• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate
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• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
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MET DREVELS
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IMPRESSO (GEREEDSCHAPSLOOS)
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CODE

CODE

volledig
opliggend

ook geschikt voor:

VOOR BOORMAAT 45/9.5

VOOR BOORMAAT 52/5.5

VOOR BOORMAAT 48/6
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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Boorafstand
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10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps
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g
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Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo
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th
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kn
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s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th
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kn
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Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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SCHARNIEREN TIOMOS 110 - VOLLEDIG OPLIGGEND

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

DRILLING PATTERNS 48/6

6

35+0.1

48 48

10 6

35+0.1

10

52

5.
5

35+0.1

48

10 6

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  8905-2011
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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Tiomos mounting plates 144

Accessories 150

Tipmatic 344
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110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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110° HINGE

ook geschikt voor:
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volledig opliggend

INFORMATIE VOOR INSTALLATIE
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

3-7

F
12

24

13
F

84
.5

3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
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INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
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0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
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Boorafstand
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19.0 0
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15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
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11.5 3.5

Montageplaathoogte
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9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte
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19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
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Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
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s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE
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Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

9.
5

45

35+0.1

45

8 9.
5

35+0.1

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

met demping

zonder demping

1200-2001

1201-2001

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

volledig
opliggend

met demping

zonder demping

1200-2003

1201-2003

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

volledig
opliggend

met demping

zonder demping

1200-2002

1201-2002

1200-3001

1201-3001

1200-3003

1201-3003

1200-3002

1201-3002

1200-1004

1201-1004

1200-1002

1201-1002

1200-1002

1201-1002

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a

1a.4



- Openingshoek 160°.
- Max. deurdikte: 32 mm.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Met of zonder geïntegreerde demping.
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VOOR BOORMAAT 45/9.5
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3 
(8

)

40 (40.5)

AANSLAG OM AAN TE SCHROEVEN MET DREVELS IMPRESSO (GEREEDSCHAPSLOOS)

CODE CODE CODE

opliggend

half
opliggend

ook geschikt voor:

VOOR BOORMAAT 48/6

160°

84
.5

3-10

F

10

67

0.4

84
.5

3-10

2x F
6.1

73.5

3.5
F

86

83

3-10

F
6

15.6

D
eu

ro
pl

ag

3
Boorafstand
3 4 5 6 7 8 9 10

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.0 0 2 3
17.0 0 2 3
16.5 3.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
pl

ag

9.5
Boorafstand
3 4 5 6 7 8 9 10

15.5 0
14.5 0
13.5 0 2
12.5 0 2 3
11.5 0 2 3
10.5 0 2 3
10.0 3.5
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
pl

ag

0
Boorafstand
3 4 5 6

0.0 19 21
0.5
1.0 19 21
1.5
2.0 21
3.0 21
4.0

Montageplaathoogte

9.
5

45

35+0.1

45

8 9.
5

35+0.1

45

8 9.
5

35+0.1

48
8 9

35+0.1

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
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)

39 (40.5)
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48 48
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35+0.1
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35+0.1
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39 (40.5)

52 5.
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35+0.1

10

52

5.
5

35+0.1
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35+0.1

48

10 6

35+0.1
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160°

84
.5

3-10

F

10

67

0.4

84
.5

3-10

2x F
6.1

73.5

3.5
F

86

83

3-10

F
6

15.6

D
eu

ro
pl

ag

3
Boorafstand
3 4 5 6 7 8 9 10

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.0 0 2 3
17.0 0 2 3
16.5 3.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
pl

ag

9.5
Boorafstand
3 4 5 6 7 8 9 10

15.5 0
14.5 0
13.5 0 2
12.5 0 2 3
11.5 0 2 3
10.5 0 2 3
10.0 3.5
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
pl

ag

0
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3 4 5 6

0.0 19 21
0.5
1.0 19 21
1.5
2.0 21
3.0 21
4.0

Montageplaathoogte
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5

45

35+0.1
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8 9.
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35+0.1
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8 9.
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35+0.1
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8 9

35+0.1
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5)
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73.5

3.5
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3-10
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6

15.6
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eu
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pl

ag

3
Boorafstand
3 4 5 6 7 8 9 10

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.0 0 2 3
17.0 0 2 3
16.5 3.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte
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eu
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pl
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3 4 5 6 7 8 9 10
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13.5 0 2
12.5 0 2 3
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10.5 0 2 3
10.0 3.5
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte
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0
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3 4 5 6
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0.5
1.0 19 21
1.5
2.0 21
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4.0
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(8

)

40 (40.5)

AANSLAG OM AAN TE SCHROEVEN MET DREVELS IMPRESSO (GEREEDSCHAPSLOOS)

CODE CODE CODE

opliggend

half
opliggend

ook geschikt voor:

VOOR BOORMAAT 52/5.5

160°

84
.5

3-10

F

10

67

0.4

84
.5

3-10

2x F
6.1

73.5

3.5
F

86

83

3-10

F
6

15.6

D
eu

ro
pl

ag
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Boorafstand
3 4 5 6 7 8 9 10

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.0 0 2 3
17.0 0 2 3
16.5 3.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte
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eu

ro
pl

ag
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12.5 0 2 3
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10.5 0 2 3
10.0 3.5
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
pl

ag
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0.0 19 21
0.5
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1.5
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3.0 21
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45
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in
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)
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35+0.1
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5.
5

35+0.1
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83

3-10

F
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15.6

D
eu
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3
Boorafstand
3 4 5 6 7 8 9 10

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.0 0 2 3
17.0 0 2 3
16.5 3.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte
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9.0 3.5
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8.0 3.5
7.5 2 3
7.0 3.5
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6.0 3.5
5.5 3
5.0 3.5
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62 (64.5) ( ) Impresso

m
in

. 
10

 

3 
(8

)

39 (40.5)

6

35+0.1

48 48

10 6

35+0.1

10

52

5.
5

35+0.1

48

10 6

35+0.1

39
 (4

0.
5)

62 (64.5) ( ) Impresso
m

in
. 

10
 

3 
(8

)

39 (40.5)

52 5.
5

35+0.1

10

52

5.
5

35+0.1

10

52

5.
5

35+0.1

48

10 6

35+0.1

40
 (4

0.
5)

67 (64.5) ( ) Impresso

m
in

. 
10

 

3 
(8

)
40 (40.5)

160°

84
.5

3-10

F

10

67

0.4

84
.5

3-10

2x F
6.1

73.5

3.5
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3.5
F

86

83

3-10

F
6

15.6

D
eu

ro
pl

ag

3
Boorafstand
3 4 5 6 7 8 9 10

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794
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SCHARNIEREN TIOMOS 95
Voor deurdiktes tot 36 mm

- Openingshoek 95°.
- Max. deurdikte: 36 mm.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Met of zonder geïntegreerde demping.

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011

1

2

3

4

5

6

7

8

TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794
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110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152
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CODE
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VOOR BOORMAAT 45/9.5

VOOR BOORMAAT 52/5.5

VOOR BOORMAAT 48/6
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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F
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24
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F
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3-7

24

15 10

3-7

84
.5

31

2 x F
21.5

F
3.5 31

86

40.5

F

3-7

Mounting plate height 2 Mounting plate height 2 Mounting plate height 2
1 

D
eu

ro
ps

la
g

0
Boorafstand
3 4 5 6 7

22.0 0
24.0 -2

21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.22 1.22

22.0 1.0 1.0 1.0 1.0 1.52

21.0 1.0 1.0 1.0 1.0 1.22

20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19
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oo
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18.0 0.7 0.7 0.7 0.7 0.7
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Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE
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NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
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(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
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20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap
2 1.0 at 85° opening angle

MINIMUM REVEAL

D
oo

r 
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s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

85° OPENING ANGLE

D
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r 
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s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 3 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.
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ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
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Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0
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- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated
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0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ORDER INFORMATION FOR DRILLING PATTERN 52/5.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138701 F028 138705 F017 139499

- - F045138639 F045 138643 F034 139470

- F046138761 – F035139527

Overlay 1 3

- - F028138702 F028 138706 F017 139500

- - F045138640 F045 138644 F034 139471

- F046138762 – F035139528

Half overlay 2 9.5

- - F028138703 F028 138707 F017 139501

- - F045138641 F045 138645 F034 139472

- F046138763 – F035139529

Inset 2 19

- - F028138704 F028 138708 F017 139502

- - F045138642 F045 138646 F034 139473

- F046138764 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

DRILLING PATTERNS 52/5.5

52 5.
5

35+0.1

10

52

5.
5

35+0.1

10

52

5.
5

35+0.1

48

10 6

35+0.1

CUP DIMENSIONS
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 (4
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67 (64.5) ( ) Impresso
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3 
(8

)

40 (40.5)

ORDER INFORMATION FOR DRILLING PATTERN 48/6

Door overlay  View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138883 F028 138887 F017 139499

- - F045138821 F045 138825 F034 139470

- F046138943 – F035139527

Overlay 1 3

- - F028138884 F028 138888 F017 139500

- - F045138822 F045 138826 F034 139471

- F046138944 – F035139528

Half overlay 2 9.5

- - F028138885 F028 138889 F017 139501

- - F045138823 F045 138827 F034 139472

- F046138945 – F035139529

Inset 2 19 

- - F028138886 F028 138890 F017 139502

- - F045138824 F045 138828 F034 139473

- F046138946 – F035139530
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

DRILLING PATTERNS 48/6

6

35+0.1

48 48

10 6

35+0.1

10
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35+0.1

48

10 6

35+0.1

CUP DIMENSIONS

39
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3 
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Tiomos mounting plates 144

Accessories 150

Tipmatic 344
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HINGE SYSTEMS
TIOMOS  110 
110° HINGE

ook geschikt voor:

ook geschikt voor:

met demping

zonder demping

1200-2331

1201-2331

1200-3331

1201-3331

1200-1334

1201-1334

met demping

zonder demping

1200-2351

1201-2351

1200-3351

1201-3351

1200-1354

1201-1354

met demping

zonder demping

1200-2391

1201-2391

1200-3391

1201-3391

1200-1394

1201-1394

met demping

zonder demping

1200-2333

1201-2333

1200-3333

1201-3333

1200-1332

1201-1332

met demping

zonder demping

1200-2353

1201-2353

1200-3353

1201-3353

1200-1352

1201-1352

met demping

zonder demping

1200-2393

1201-2393

1200-3393

1201-3393

1200-1392

1201-1392

met demping

zonder demping

1200-2332

1201-2332

1200-3332

1201-3332

1200-1332

1201-1332

met demping

zonder demping

1200-2352

1201-2352

1200-3352

1201-3352

1200-1352

1201-1352

met demping

zonder demping

1200-2392

1201-2392

1200-3392

1201-3392

1200-1392

1201-1392

95°

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a.7

1a



Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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7
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

Tiomos 110.110° hinge(door thicknesses up to 24 mm)
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

Tiomos 110.110° hinge(door thicknesses up to 24 mm)
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

OMSCHRIJVING VOOR SCHARNIER CODE

opliggend half opliggend inliggend

Scharnierarm afdekkap, vernikkeld

Scharnierarm afdekkap lang, vernikkeld

Scharnierpot afdekkap, vernikkeld

85° openingsbegrenzer

half opliggend, inliggend

opliggend

alle

1200-4300

1200-4304

1200-4303

1200-4451

INFORMATIE VOOR INSTALLATIE

AFDEKKAPPEN + TOEBEHOREN

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS
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HINGE SYSTEMS
TIOMOS  95 
95° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

3-7

F

13
13

24

84
.5

F

3-7

10
16

24

84
.5

2xF 
3.5

3-7

F
22.5

31

84
.5

F

3-7

632
86

40.5

D
oo

r 
ov

er
la

y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 1.0 1.0 1.0 1.0 2.4
30.0 1.0 1.0 1.0 1.0 1.8
28.0 1.0 1.0 1.0 1.0 1.7
26.0 1.0 1.0 1.0 1.2 1.5
24.0 1.0 1.0 1.0 1.0 1.5
22.0 1.0 1.0 1.0 1.0 1.5
20.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 10.5 10.0 8.6 7.6 6.7
30.0 4.0 3.0 2.5 1.9 2.4
28.0 2.0 1.5 1.5 1.3 1.3
26.0 1.0 1.0 1.0 1.0 1.0
24.0 0.6 0.6 0.6 0.6 0.6
22.0 0.5 0.5 0.5 0.5 0.5
20.0 0.3 0.3 0.3 0.3 0.3
18.0 0.2 0.2 0.2 0.2 0.2
16.0 0.2 0.2 0.2 0.2 0.2

Minimum reveal (F) 

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

No reveal is required for door 
thicknesses up to 28 mm. 
From 29 mm door thickness, 
we recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS
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HINGE SYSTEMS
TIOMOS  95 
95° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

3-7

F

13
13

24

84
.5

F

3-7

10
16

24

84
.5

2xF 
3.5

3-7

F
22.5

31
84

.5

F

3-7

632

86

40.5

D
oo

r 
ov

er
la

y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
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3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 1.0 1.0 1.0 1.0 2.4
30.0 1.0 1.0 1.0 1.0 1.8
28.0 1.0 1.0 1.0 1.0 1.7
26.0 1.0 1.0 1.0 1.2 1.5
24.0 1.0 1.0 1.0 1.0 1.5
22.0 1.0 1.0 1.0 1.0 1.5
20.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 10.5 10.0 8.6 7.6 6.7
30.0 4.0 3.0 2.5 1.9 2.4
28.0 2.0 1.5 1.5 1.3 1.3
26.0 1.0 1.0 1.0 1.0 1.0
24.0 0.6 0.6 0.6 0.6 0.6
22.0 0.5 0.5 0.5 0.5 0.5
20.0 0.3 0.3 0.3 0.3 0.3
18.0 0.2 0.2 0.2 0.2 0.2
16.0 0.2 0.2 0.2 0.2 0.2

Minimum reveal (F) 

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

No reveal is required for door 
thicknesses up to 28 mm. 
From 29 mm door thickness, 
we recommend a trial fitting.

DRILLING PATTERNS 45/9.5
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INSTALLATION INFORMATION  All dimensions in millimetres
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- Scharnier voor een blinde hoek constructie
- Openingshoek 110°.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Met of zonder geïntegreerde demping.
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794
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(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
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Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

OMSCHRIJVING VOOR SCHARNIER CODE

inliggend

Scharnierarm afdekkap, vernikkeld

Scharnierarm afdekkap lang, vernikkeld

Scharnierpot afdekkap, vernikkeld

half opliggend, inliggend

opliggend

alle

1200-4300

1200-4304

1200-4303
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Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a

1a.10



- Scharnier voor 45° hoek kasten
- Openingshoek 110°.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Met of zonder geïntegreerde demping.
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Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011

1
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TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794
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OMSCHRIJVING VOOR SCHARNIER CODE

opliggend

Scharnierarm afdekkap, vernikkeld

Scharnierpot afdekkap, vernikkeld

half opliggend, inliggend

alle

1200-4300

1200-4303

INFORMATIE VOOR INSTALLATIE

AFDEKKAPPEN + TOEBEHOREN
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- Glasdeurscharnier, kop: 26 mm
- Voor glasdikte 4 tot 6 mm
- Openingshoek 95°.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Met veer/zonder demping.

AANSLAG OM AAN TE SCHROEVEN

CODE

SCHARNIEREN TIOMOS 95 VOOR GLASDEUREN
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Montageplaathoogte 2

3

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011

1

2

3

4
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8

TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

OMSCHRIJVING CODE

Scharnierarm afdekkap, vernikkeld 1200-4300

AFDEKKAPPEN

UITVOERING CODE

Nikkel velour

DECORATIEPLAAT

Nikkel gepoliert

Messing gepoliert

Zilver RAL 9006

Zwart

Chroom glanzend

1200-0336

1200-0252

1200-0142

1200-0272

1200-0172

1200-0282

1200-0192

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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- Scharnier voor koelkastdeuren.
- Openingshoek 100°.
- Vlakke scharnierarm.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Met veer/zonder demping.
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Onder voorbehoud van maatafwijkingen en technische veranderingen.
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SCHARNIEREN TIOMOS 100 VOOR KOELKASTEN
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Montageplaathoogte 3

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

21.0 -2
20.0 -2

-2
-2 0

-2 0

0 2 3

3.5
0 2 3

2 3

2

3
3.5

3
3.5

3.5

3.5

019.0
18.0
17.0
16.5
16.0
15.5
15.0
14.5
14.0
13.5
13.0
12.5
12.0
11.5

Montageplaathoogte

9.
5

45

35+0.1

45

8 9.
5

35+0.1

9

48

35+0.1

48

8 9

35+0.1

11

42

35+0.1

42

8 11

35+0.1

52 5.
5

35+0.1
10

52

5.
5

35+0.1

6

35+0.1

48 48

10 6

35+0.1

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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- Voor deurdikte van 6 tot 10 mm
- Geen boring nodig.
- Openingshoek 125°.
- Geïntegreerde diepteverstelling.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Past op alle Tiomos montageplaten.
- Voor deuropslag tot 25 mm.
- Met of zonder geïntegreerde demping.

AANSLAG OM AAN TE SCHROEVEN

CODE

SCHARNIEREN TIOMOS M0

opliggend

Montageplaathoogte 0 Montageplaathoogte 0 Montageplaathoogte 0

half opliggend inliggend

INFORMATIE VOOR INSTALLATIE

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011

1

2

3

4

5

6

7

8

TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

OMSCHRIJVING CODE

Scharnierarm afdekkap, vernikkeld 1200-4300

AFDEKKAPPEN

opliggend half opliggend inliggend

met demping

zonder demping

zonder demping
zonder veer

1200-0644

1200-0645

1200-0646

125°

X

93
.5

m
in

. 
1.

5

TS

TES
A

Z 
F

58

X

TS

A
2xF

Z
F

58

TS

X+
TS

+1
.5

93
.5

+T
S+

1.
5

Z
F

58

X

93
.5

m
in

. 
1.

5

TS

TES
A

Z 
F

58

X

TS

A
2xF

Z
F

58

TS

X+
TS

+1
.5

93
.5

+T
S+

1.
5

Z
F

58

X

93
.5

m
in

. 
1.

5

TS

TES
A

Z 
F

58

X

TS

A
2xF

Z
F

58

TS

X+
TS

+1
.5

93
.5

+T
S+

1.
5

Z
F

58

Aanschroefmaat (Z)
Deurinsprong (TES)
Deuropliggend (A)
Min. voeg (F)/spatie (S)
Deursterkte (TS)

 38 39 47 49 51 53 55 56 58 60 61 63 64 66
 0 0 0 0 0 0 0 0.5 1.5 3 3.4 0 0 0

-3 -2 6 8 10 12 14 15 17 19 20 22 23 25
 F S F S F S F S F S F S F S F S F S F S F S F S F S F S

2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 1.5 2 2.5 2 3 2 4
Deuropliggend A = 22, 23 en 25 nu met hoekbegrenzing

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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VOOR BOORMAAT 48/9

110°

9

48

35+0.1110°

9

48

35+0.1

- Voor deurdikte van 12 tot 28 mm
- Openingshoek 110°.
- 3 dimensionele hoogteverstelling m.b.v. montageplaat.
- Past op alle Tiomos montageplaten.
- Voor deuropslag tot 25 mm.
- Met of zonder geïntegreerde demping.

AANSLAG OM AAN TE SCHROEVEN

CODE

SCHARNIEREN TIOMOS M9

Tiomos 110.110° hinge(door thicknesses up to 24 mm)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier86 05-2011

1

2

3

4

5

6

7

8

TIOMOS  110 
110° hinge (door thicknesses up to 24 mm) 

• 110° opening angle
• Optimum reveals for door thicknesses  

up to 24 mm
• Convenient depth adjustment  

via worm gear
• 3-dimensional adjustment with 

appropriate mounting plate

Available in 3 versions:
• With integrated damper  

(3 adjustable damping levels)
•  Without integrated damper
• Without self-closing mechanism  

(without spring)

110°

ORDER INFORMATION FOR DRILLING PATTERN 45/9.5

Door overlay View Cranking
Damper

without 
spring

Item No.

with without Click-on
Screw fixing

Click-on
Press fitting

Impresso
without tools

Full overlay 1 0

- - F028138519 F028 138523 F017 139329

- - F045138457 F045 138461 F034 139300

- F046138579 – F035139357

Overlay 1 3

- - F028138520 F028 138524 F017 139330

- - F045138458 F045 138462 F034 139301

- F046138580 – F035139358

Half overlay 2 9.5

- - F028138521 F028 138525 F017 139331

- - F045138459 F045 138463 F034 139302

- F046138581 – F035139359

Inset 2 19

- - F028138522 F028 138526 F017 139332

- - F045138460 F045 138464 F034 139303

- F046138582 – F035139360
1  Cup material: steel, nickel-plated / Arm material: steel, nickel-plated
2  Cup material: steel, nickel-plated / Arm material: Zamak, nickel-plated

COVER CAPS

Designation Cranking Imprinted/
Embossed

Item No. 

Hinge arm cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135500

Hinge arm cover cap, steel, long, nickel-plated, not imprinted 0/3 On request F072135504

Hinge cup cover cap, steel, nickel-plated, not imprinted 0/3/9.5/19 On request F072135503

ACCESSORIES

Designation Item No. 

 85° opening angle reduction clip F072135751

Tipmatic Pin for wooden and  
aluminium frame doors F069068873

Designation Item No. 

Countersunk 
wood screw 
Ø 3.5 x 15 mm

F146073976

Tiomos mounting plates 144

Accessories 150

Tipmatic 344

Technical information 152

Assembly aids 794

OMSCHRIJVING CODE

Scharnierarm afdekkap, vernikkeld 1200-4300

AFDEKKAPPEN

opliggend half opliggend inliggend

met demping

zonder demping

zonder demping
zonder veer

1200-0634

1200-0635

1200-0636

125°

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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SCHARNIER TIOMOS 110° OPENINGSHOEK / +30° SCHUINE KORPUS / OPLIGGEND

opliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10905-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/30A  

+30° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

4

6.5

17.5

1.5

19

19

X 
+ 

47
.5

X

5

26

1.5

10.5

19

X

1932

X 
+ 

47
.5

0

4

11

19

1.5 3.5

0

X 
+ 

47
.5

X

35 16

6.6

14

Mounting plate height 6 Mounting plate height 9

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

20.5 0
19.5 0
18.5 0 2
17.5 0 2 3
16.5 0 3.5
16.0 2 3
15.5 3.5
15.0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 3
12.5 3.5 6
11.5 6
10.5 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 34.0 33.0 32.0 32.0 30.5
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 17.0 16.0 15.0 15.0
Linear mounting plate position (X)

MINIMUM GAP

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.2 2.1
22.0 1.0 1.0 1.0 1.0 1.5
21.0 1.0 1.0 1.0 1.0 1.2
20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

The minimum gap is the clearance 
required between the front edge of the 
cabinet and the closed door so that the 
door can open without hindrance.

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

Hinge dimensions and reveal calculation  
with factory setting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10905-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/30A  

+30° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

4

6.5

17.5

1.5

19

19

X 
+ 

47
.5

X

5

26

1.5

10.5

19

X

1932

X 
+ 

47
.5

0

4

11

19

1.5 3.5

0

X 
+ 

47
.5

X

35 16

6.6

14

Mounting plate height 6 Mounting plate height 9

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

20.5 0
19.5 0
18.5 0 2
17.5 0 2 3
16.5 0 3.5
16.0 2 3
15.5 3.5
15.0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 3
12.5 3.5 6
11.5 6
10.5 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 34.0 33.0 32.0 32.0 30.5
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 17.0 16.0 15.0 15.0
Linear mounting plate position (X)

MINIMUM GAP

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.2 2.1
22.0 1.0 1.0 1.0 1.0 1.5
21.0 1.0 1.0 1.0 1.0 1.2
20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

The minimum gap is the clearance 
required between the front edge of the 
cabinet and the closed door so that the 
door can open without hindrance.

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

Hinge dimensions and reveal calculation  
with factory setting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

SCHARNIEREN TIOMOS

SCHARNIER TIOMOS 120° OPENINGSHOEK / DEURDIKTE: 24 MM

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  9105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120 
120° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

12.5 13

84
.5

3-7

F

24

84
.5

3-7

24

F
15.5 10 3.522

84
.5

31

2 x F F

3-7

86

40.5

F

3-7

31.5

D
oo

r 
ov

er
la

y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.2 2.1 3.0 3.9 4.7
22.0 1.0 1.1 2.0 2.9 3.8
21.0 1.0 1.0 1.6 2.4 3.3
20.0 1.0 1.0 1.1 2.0 2.9
19.0 1.0 1.0 1.0 1.5 2.4
18.0 1.0 1.0 1.0 1.0 1.9
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 2 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS
39

 (4
0.

5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)
39 (40.5)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  9105-2011

1
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3

4

5

6

7
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HINGE SYSTEMS
TIOMOS  120 
120° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

12.5 13

84
.5

3-7

F

24

84
.5

3-7

24

F
15.5 10 3.522

84
.5

31

2 x F F

3-7

86

40.5

F

3-7

31.5

D
oo

r 
ov

er
la

y 
0

Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.2 2.1 3.0 3.9 4.7
22.0 1.0 1.1 2.0 2.9 3.8
21.0 1.0 1.0 1.6 2.4 3.3
20.0 1.0 1.0 1.1 2.0 2.9
19.0 1.0 1.0 1.0 1.5 2.4
18.0 1.0 1.0 1.0 1.0 1.9
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 2 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS
39

 (4
0.

5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

opliggend half opliggend inliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  9105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120 
120° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

12.5 13
84

.5

3-7

F

24

84
.5

3-7

24

F
15.5 10 3.522

84
.5

31

2 x F F

3-7

86

40.5

F

3-7

31.5

D
oo

r 
ov

er
la

y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte
D

eu
ro

ps
la

g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.2 2.1 3.0 3.9 4.7
22.0 1.0 1.1 2.0 2.9 3.8
21.0 1.0 1.0 1.6 2.4 3.3
20.0 1.0 1.0 1.1 2.0 2.9
19.0 1.0 1.0 1.0 1.5 2.4
18.0 1.0 1.0 1.0 1.0 1.9
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

85° OPENING ANGLE
D

oo
r 

th
ic

kn
es

s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 2 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS
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)
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All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  9105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120 
120° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

12.5 13

84
.5

3-7

F

24

84
.5

3-7

24

F
15.5 10 3.522

84
.5

31

2 x F F

3-7

86

40.5

F

3-7

31.5
D

oo
r 

ov
er

la
y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.2 2.1 3.0 3.9 4.7
22.0 1.0 1.1 2.0 2.9 3.8
21.0 1.0 1.0 1.6 2.4 3.3
20.0 1.0 1.0 1.1 2.0 2.9
19.0 1.0 1.0 1.0 1.5 2.4
18.0 1.0 1.0 1.0 1.0 1.9
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

85° OPENING ANGLE
D

oo
r 

th
ic

kn
es

s
Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 2 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12
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3 
(8

)

39 (40.5)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  9105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120 
120° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

12.5 13

84
.5

3-7

F

24

84
.5

3-7

24

F
15.5 10 3.522

84
.5

31

2 x F F

3-7

86

40.5

F

3-7

31.5

D
oo

r 
ov

er
la

y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.2 2.1 3.0 3.9 4.7
22.0 1.0 1.1 2.0 2.9 3.8
21.0 1.0 1.0 1.6 2.4 3.3
20.0 1.0 1.0 1.1 2.0 2.9
19.0 1.0 1.0 1.0 1.5 2.4
18.0 1.0 1.0 1.0 1.0 1.9
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 2 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12
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3 
(8

)

39 (40.5)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  9105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120 
120° HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

12.5 13

84
.5

3-7

F

24

84
.5

3-7

24

F
15.5 10 3.522

84
.5

31

2 x F F

3-7

86

40.5

F

3-7

31.5

D
oo

r 
ov

er
la

y 

0
Cup distance
3 4 5 6 7

22.0 0
21.0 0
20.0 0 2
19.0 0 2 3
18.5 3.5
18.0 0 2 3
17.5 3.5
17.0 2 3
16.5 3.5
16.0 2 3
15.5 3.5
15.0 3
14.5 3.5

Mounting plate height
D

eu
ro

ps
la

g

3
Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0 2
16.5
16.0 0 2 3
15.5 3.5
15.0 0 2 3
14.5 3.5
14.0 2 3
13.5 3.5
13.0 2 3
12.5 3.5
12.0 3
11.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand
3 4 5 6 7

12.5 0
11.5 0
10.5 0 2
10.0
9.5 0 2 3
9.0 3.5
8.5 0 2 3
8.0 3.5
7.5 2 3
7.0 3.5
6.5 2 3
6.0 3.5
5.5 3
5.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand
3 4 5 6 7

0.0 0 2 3
0.5 3.5
1.0 0 2 3
1.5 3.5
2.0 2 3
3.0 2 3
4.0 3

Montageplaathoogte

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.2 2.1 3.0 3.9 4.7
22.0 1.0 1.1 2.0 2.9 3.8
21.0 1.0 1.0 1.6 2.4 3.3
20.0 1.0 1.0 1.1 2.0 2.9
19.0 1.0 1.0 1.0 1.5 2.4
18.0 1.0 1.0 1.0 1.0 1.9
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL
D

oo
r 

th
ic

kn
es

s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

85° OPENING ANGLE

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

36.0 11.1 10.3 9.7 9.1 8.5
30.0 5.4 4.8 4.4 4.3 4.2
28.0 3.7 3.6 3.5 3.4 3.3
26.0 2.9 2.8 2.8 2.7 2.6
24.0 2.2 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 2 at 85°
3  85° opening angle reduction clip

NOTES

The minimum gap is the  
clearance required between 
the front edge of the cabinet 
and the closed door so that 
the door can open without 
hindrance.

Minimum reveal for doors with 
bevelled edges (R = 1 mm) 
(factory setting).

For door thicknesses of 24 
mm and above, a trial fitting is 
recommended.

DRILLING PATTERNS 45/9.5

Screw fixing Press fitting

9.
5

45

35+0.1

45

8 9.
5

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso
m

in
. 

12
.6

 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

ALUMINIUMRAAMSCHARNIER TIOMOS 110° OPENINGSHOEK / DEURDIKTE: 24 MM

Met geïntegreerde demping.

opliggend half opliggend inliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110 AL 

110° ALUMINIUM  FRAME HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

19

24

F12

17

84
.5

19

24

14

F15

19

84
.5

F21.5

7.5

31 40.5

31
F

86

19

D
oo

r 
ov

er
la

y 

0
Cup distance

19.0 0
17.0 2
16.0 3
15.0 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand

16.0 0
14.0 2
13.0 3
12.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand

9.5 0
7.5 2
6.5 3
6.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand

0.0 0
2.0 2
3.0 3
3.5 3.5

Montageplaathoogte

MINIMUM REVEAL

Fr
am

e 
th

ic
kn

es
s

Frame width
18 19 20 21 22

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

INSTALLATION DIMENSIONS  Hinge dimensions and reveal calculation with factory setting

Fixing screws are not supplied

M 3 x 6

min. 13.5

42+0.2

10
.5

Ø 3.2
90°

1.
3

15

16.5

1.
3

10
.5

16+
0.2

5 ±0.1

15 ±0.2

28

max. 22

m
ax

. 
24

 

16.5±0.1

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10305-2011
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HINGE SYSTEMS
TIOMOS  110 AL 

110° ALUMINIUM  FRAME HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

19

24

F12

17

84
.5

19

24

14

F15

19

84
.5

F21.5

7.5

31 40.5

31
F

86

19

D
oo

r 
ov

er
la

y 

0
Cup distance

19.0 0
17.0 2
16.0 3
15.0 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand

16.0 0
14.0 2
13.0 3
12.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand

9.5 0
7.5 2
6.5 3
6.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand

0.0 0
2.0 2
3.0 3
3.5 3.5

Montageplaathoogte

MINIMUM REVEAL

Fr
am

e 
th

ic
kn

es
s

Frame width
18 19 20 21 22

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

INSTALLATION DIMENSIONS  Hinge dimensions and reveal calculation with factory setting

Fixing screws are not supplied

M 3 x 6

min. 13.5

42+0.2

10
.5

Ø 3.2
90°

1.
3

15

16.5

1.
3

10
.5

16+
0.2

5 ±0.1

15 ±0.2

28

max. 22

m
ax

. 
24

 

16.5±0.1

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110 AL 

110° ALUMINIUM  FRAME HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

19

24

F12

17

84
.5

19

24

14

F15

19

84
.5

F21.5

7.5

31 40.5

31
F

86

19

D
oo

r 
ov

er
la

y 

0
Cup distance

19.0 0
17.0 2
16.0 3
15.0 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand

16.0 0
14.0 2
13.0 3
12.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand

9.5 0
7.5 2
6.5 3
6.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand

0.0 0
2.0 2
3.0 3
3.5 3.5

Montageplaathoogte

MINIMUM REVEAL

Fr
am

e 
th

ic
kn

es
s

Frame width
18 19 20 21 22

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

INSTALLATION DIMENSIONS  Hinge dimensions and reveal calculation with factory setting

Fixing screws are not supplied

M 3 x 6

min. 13.5

42+0.2

10
.5

Ø 3.2
90°

1.
3

15

16.5

1.
3

10
.5

16+
0.2

5 ±0.1

15 ±0.2

28

max. 22

m
ax

. 
24

 

16.5±0.1

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110 AL 

110° ALUMINIUM  FRAME HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

19

24

F12

17

84
.5

19

24

14

F15

19

84
.5

F21.5

7.5

31 40.5

31
F

86

19

D
oo

r 
ov

er
la

y 

0
Cup distance

19.0 0
17.0 2
16.0 3
15.0 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand

16.0 0
14.0 2
13.0 3
12.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand

9.5 0
7.5 2
6.5 3
6.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand

0.0 0
2.0 2
3.0 3
3.5 3.5

Montageplaathoogte

MINIMUM REVEAL

Fr
am

e 
th

ic
kn

es
s

Frame width
18 19 20 21 22

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

INSTALLATION DIMENSIONS  Hinge dimensions and reveal calculation with factory setting

Fixing screws are not supplied

M 3 x 6

min. 13.5

42+0.2

10
.5

Ø 3.2
90°

1.
3

15

16.5

1.
3

10
.5

16+
0.2

5 ±0.1

15 ±0.2

28

max. 22

m
ax

. 
24

 

16.5±0.1

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110 AL 

110° ALUMINIUM  FRAME HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

19

24

F12

17

84
.5

19

24

14

F15

19
84

.5
F21.5

7.5

31 40.5

31
F

86

19

D
oo

r 
ov

er
la

y 

0
Cup distance

19.0 0
17.0 2
16.0 3
15.0 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand

16.0 0
14.0 2
13.0 3
12.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand

9.5 0
7.5 2
6.5 3
6.0 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

19
Boorafstand

0.0 0
2.0 2
3.0 3
3.5 3.5

Montageplaathoogte

MINIMUM REVEAL

Fr
am

e 
th

ic
kn

es
s

Frame width
18 19 20 21 22

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

INSTALLATION DIMENSIONS  Hinge dimensions and reveal calculation with factory setting

Fixing screws are not supplied

M 3 x 6

min. 13.5

42+0.2

10
.5

Ø 3.2
90°

1.
3

15

16.5

1.
3

10
.5

16+
0.2

5 ±0.1

15 ±0.2

28

max. 22

m
ax

. 
24

 

16.5±0.1

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  10305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110 AL 

110° ALUMINIUM  FRAME HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Full overlay K0 Overlay K3 Half overlay K9.5 Inset1 K19

84
.5

19

24

F12

17

84
.5

19

24

14

F15

19

84
.5

F21.5

7.5

31 40.5

31
F

86

19

D
oo

r 
ov

er
la

y 

0
Cup distance

19.0 0
17.0 2
16.0 3
15.0 3.5

Mounting plate height

D
eu

ro
ps

la
g

3
Boorafstand

16.0 0
14.0 2
13.0 3
12.5 3.5

Montageplaathoogte

D
eu

ro
ps

la
g

9.5
Boorafstand

9.5 0
7.5 2
6.5 3
6.0 3.5

Montageplaathoogte
D

eu
ro

ps
la

g

19
Boorafstand

0.0 0
2.0 2
3.0 3
3.5 3.5

Montageplaathoogte

MINIMUM REVEAL

Fr
am

e 
th

ic
kn

es
s

Frame width
18 19 20 21 22

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

INSTALLATION DIMENSIONS  Hinge dimensions and reveal calculation with factory setting

Fixing screws are not supplied

M 3 x 6

min. 13.5

42+0.2

10
.5

Ø 3.2
90°

1.
3

15

16.5

1.
3

10
.5

16+
0.2

5 ±0.1

15 ±0.2

28

max. 22

m
ax

. 
24

 

16.5±0.1

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a

1a.18



SCHARNIER TIOMOS 110° OPENINGSHOEK / +45° SCHUINE KORPUS / OPLIGGEND

opliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  12505-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/45A  

+45° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

19

X 
+ 

47
.5

28

X

4
16

.5

7

2.5 11.5

1936

X 
+ 

47
.5

X

0

5.
5
6.

6

19

1.5

19

1.5

6.
5

2

1640

X 
+ 

47
.5

X

16.5

0

Mounting plate height 8 Mounting plate height 12

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

19.5 0
19.0
18.5 0
18.0
17.5 0
17.0
16.5 0 2
16.0
15.5 0 2
15.0 3
14.5 2 3.5
14.0 3
13.5 2 3.5
13.0 3
12.5 2 3.5
12.0 3
11.0 3 6
10.0 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 30.5 28.5 27.5 27.0 24.5
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 13.5 11.5 10.5 10.0
Linear mounting plate position (X)

MINIMUM GAP

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.2 2.1
22.0 1.0 1.0 1.0 1.0 1.5
21.0 1.0 1.0 1.0 1.0 1.2
20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

The minimum gap is the clearance 
required between the front edge of the 
cabinet and the closed door so that the 
door can open without hindrance.

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

For door thicknesses of 22 mm and above, 
a trial fitting is recommended.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  12505-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/45A  

+45° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

19

X 
+ 

47
.5

28

X

4
16

.5

7

2.5 11.5

1936

X 
+ 

47
.5

X

0

5.
5
6.

6

19

1.5

19

1.5

6.
5

2

1640

X 
+ 

47
.5

X

16.5

0

Mounting plate height 8 Mounting plate height 12

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

19.5 0
19.0
18.5 0
18.0
17.5 0
17.0
16.5 0 2
16.0
15.5 0 2
15.0 3
14.5 2 3.5
14.0 3
13.5 2 3.5
13.0 3
12.5 2 3.5
12.0 3
11.0 3 6
10.0 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 30.5 28.5 27.5 27.0 24.5
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 13.5 11.5 10.5 10.0
Linear mounting plate position (X)

MINIMUM GAP

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.2 2.1
22.0 1.0 1.0 1.0 1.0 1.5
21.0 1.0 1.0 1.0 1.0 1.2
20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

The minimum gap is the clearance 
required between the front edge of the 
cabinet and the closed door so that the 
door can open without hindrance.

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

For door thicknesses of 22 mm and above, 
a trial fitting is recommended.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

SCHARNIER TIOMOS 110° OPENINGSHOEK / +37° SCHUINE KORPUS / INLIGGEND

inliggend

Hinge systems.Tiomos 110/37E.+37° angle corner cabinet hinge

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  12105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/37E  

+37° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Inset

19 5.5
1.3

19

XX 
+ 

47
.5

55.5

33

X

Cross mounting plates with fixing distance 37

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

22 59.0 57.5 56.5
21 57.5 56.5
20 56.5 55.0
19 55.0
18 56.0
17 54.5 53.0
16 54.5 54.0 53.0
15 53.0 52.5

Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

22 12 14 15
21 12 14
20 12 14
19 12
18 9
17 9.5 12
16 8 9 9.5
15 8 9

Montageplaathoogte

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6
15.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

For door thicknesses of 22 mm and above,  
a trial fitting is recommended.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

Hinge systems.Tiomos 110/37E.+37° angle corner cabinet hinge

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  12105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/37E  

+37° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Inset

19 5.5
1.3

19

XX 
+ 

47
.5

55.5

33

X

Cross mounting plates with fixing distance 37

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

22 59.0 57.5 56.5
21 57.5 56.5
20 56.5 55.0
19 55.0
18 56.0
17 54.5 53.0
16 54.5 54.0 53.0
15 53.0 52.5

Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

22 12 14 15
21 12 14
20 12 14
19 12
18 9
17 9.5 12
16 8 9 9.5
15 8 9

Montageplaathoogte

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6
15.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

For door thicknesses of 22 mm and above,  
a trial fitting is recommended.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

SCHARNIER TIOMOS 110° OPENINGSHOEK / +37° SCHUINE KORPUS / OPLIGGEND

opliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  11705-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/37A  

+37° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

19

1926

X 
+ 

47
.5

X

1.5

8.5

4
19

2.5

1.2

19

19

38

X 
+ 

47
.5

X

7

17

1.5

19

X 
+ 

47
.5

X

5

0.2

1638

1.5

15.5

Mounting plate height 12 Mounting plate height 12

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

21.5 0
21.0 0
20.0 0
19.0 0
18.5 2
18.0 0 3
17.5 2
17.0 3
16.5 2
16.0 3
15.5 2
15.0 3
14.5 6
14.0 3
13.0 6
12.0 6
11.0 6
10.0 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 33.5 32.0 31.0 31.0 29.0
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 16.5 15.0 14.0 14.0
Linear mounting plate position (X)

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.2 2.1
22.0 1.0 1.0 1.0 1.0 1.5
21.0 1.0 1.0 1.0 1.0 1.2
20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

The minimum gap is the clearance 
required between the front edge of the 
cabinet and the closed door so that the 
door can open without hindrance.

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

SCHARNIER TIOMOS 110° OPENINGSHOEK / +30° SCHUINE KORPUS / INLIGGEND

inliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  11305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/30E  

+30° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Inset

X

52.5

X 
+ 

47
.5

19

1.3
4

32

19

X

Cross mounting plates with fixing distance 37

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

22 63.5 61.5
21 62.5
20 61.5 60.0
19 61.0 60.0
18 59.0 59.0
17 58.0
16 57.5 56.5
15 57.5 55.5

Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

22 9.5 12
21 9
20 12
19 8 9 9.5
18 8 9
17 9.5
16 8 9.5
15 6 9

Montageplaathoogte

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6
15.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

For door thicknesses of 22 mm and 
above, a trial fitting is recommended.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  11305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/30E  

+30° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Inset

X

52.5

X 
+ 

47
.5

19

1.3
4

32

19

X

Cross mounting plates with fixing distance 37

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

22 63.5 61.5
21 62.5
20 61.5 60.0
19 61.0 60.0
18 59.0 59.0
17 58.0
16 57.5 56.5
15 57.5 55.5

Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

22 9.5 12
21 9
20 12
19 8 9 9.5
18 8 9
17 9.5
16 8 9.5
15 6 9

Montageplaathoogte

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6
15.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

For door thicknesses of 22 mm and 
above, a trial fitting is recommended.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  11705-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/37A  

+37° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

19

1926

X 
+ 

47
.5

X

1.5

8.5

4
19

2.5

1.2

19

19

38

X 
+ 

47
.5

X

7

17

1.5

19

X 
+ 

47
.5

X

5

0.2

1638

1.5

15.5

Mounting plate height 12 Mounting plate height 12

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

21.5 0
21.0 0
20.0 0
19.0 0
18.5 2
18.0 0 3
17.5 2
17.0 3
16.5 2
16.0 3
15.5 2
15.0 3
14.5 6
14.0 3
13.0 6
12.0 6
11.0 6
10.0 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 33.5 32.0 31.0 31.0 29.0
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 16.5 15.0 14.0 14.0
Linear mounting plate position (X)

MINIMUM GAP

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 1.0 1.0 1.0 1.2 2.1
22.0 1.0 1.0 1.0 1.0 1.5
21.0 1.0 1.0 1.0 1.0 1.2
20.0 1.0 1.0 1.0 1.0 1.0
19.0 1.0 1.0 1.0 1.0 1.0
18.0 1.0 1.0 1.0 1.0 1.0
17.0 1.0 1.0 1.0 1.0 1.0
16.0 1.0 1.0 1.0 1.0 1.0

Minimum gap

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

The minimum gap is the clearance 
required between the front edge of the 
cabinet and the closed door so that the 
door can open without hindrance.

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso
m

in
. 

12
.6

 

3 
(8

)

39 (40.5)

SCHARNIEREN TIOMOS

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a.19

1a



SCHARNIER TIOMOS 120° OPENINGSHOEK / -45° SCHUINE KORPUS / OPLIGGEND

opliggend

Hinge systems.Tiomos 120/-45A.-45° angle corner cabinet hinge

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120/-45A 

-45° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

1.
5

19

19 X

9.5
4

45°

X 
+ 

47
.5

22.5

21.5

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 60.5 62.5 63.5 64 66.5
Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

12.0 0
11.5 0
10.5 0
9.5 0 2
8.5 0 2
8.0 3
7.5 2 3.5
7.0 3
6.5 2 3.5
6.0 3
5.5 2 3.5
5.0 3
4.5 3.5
4.0 3 6
3.5 3.5
3.0 6
2.0 6
1.0 6
0.0 6

Montageplaathoogte

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 43.5 45.5 46.5 47
Linear mounting plate position (X)

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled edges 
(R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

Hinge systems.Tiomos 120/-45A.-45° angle corner cabinet hinge

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14105-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120/-45A 

-45° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

1.
5

19

19 X

9.5
4

45°

X 
+ 

47
.5

22.5

21.5

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 60.5 62.5 63.5 64 66.5
Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

12.0 0
11.5 0
10.5 0
9.5 0 2
8.5 0 2
8.0 3
7.5 2 3.5
7.0 3
6.5 2 3.5
6.0 3
5.5 2 3.5
5.0 3
4.5 3.5
4.0 3 6
3.5 3.5
3.0 6
2.0 6
1.0 6
0.0 6

Montageplaathoogte

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 43.5 45.5 46.5 47
Linear mounting plate position (X)

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled edges 
(R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

SCHARNIER TIOMOS 120° OPENINGSHOEK / -30° SCHUINE KORPUS / OPLIGGEND

opliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  13705-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120/-30A 

-30° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

15.5

19

17.5

60°

19

4

22.5

X 
+ 

47
.5

X
1.

5

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 53.5 55 55.5 55.5 57
Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0
16.5 2
16.0 0
15.5 2
15.0 0 3
14.5 2 3.5
14.0 3
13.5 2 3.5
13.0 3
12.5 2 3.5
12.0 3 6
11.5 3.5
11.0 3 6
10.5 3.5
10.0 6
9.0 6
8.0 6

Montageplaathoogte

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 36.5 38 38.5 38.5
Linear mounting plate position (X)

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  13705-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120/-30A 

-30° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

15.5

19

17.5

60°

19

4

22.5

X 
+ 

47
.5

X
1.

5

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 53.5 55 55.5 55.5 57
Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

19.0 0
18.0 0
17.0 0
16.5 2
16.0 0
15.5 2
15.0 0 3
14.5 2 3.5
14.0 3
13.5 2 3.5
13.0 3
12.5 2 3.5
12.0 3 6
11.5 3.5
11.0 3 6
10.5 3.5
10.0 6
9.0 6
8.0 6

Montageplaathoogte

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 36.5 38 38.5 38.5
Linear mounting plate position (X)

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

SCHARNIER TIOMOS 120° OPENINGSHOEK / -15° SCHUINE KORPUS / OPLIGGEND

opliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  13305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120/-15A 

-15° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

414.5

1922.5

75
°

19

X X 
+ 

47
.5

17

1.
5

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

18.0 0
17.0 0
16.0 0
15.0 0
14.5 2 3
14.0 0 3.5
13.5 2 3
13.0 3.5
12.5 2 3
12.0 3.5
11.5 3 6
11.0 3.5
10.5 3 6
10.0 3.5
9.5 6
8.5 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 40 40.5 40.5 41 41.5
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 23 23.5 23.5 24
Linear mounting plate position (X)

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

SCHARNIER TIOMOS 110° OPENINGSHOEK / +45° SCHUINE KORPUS / INLIGGEND

inliggend

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  12905-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/45E  

+45° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Inset

1.
2
5.

5

XX 
+ 

47
.5

19
31.5

1956

X

Cross mounting plates with fixing distance 37

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

22 53.0
21 53.0 51.5
20 51.0 50.5 50.0
19 52.0 50.0 49.0
18 50.5 48.5
17 49.0
16 47.5
15 49.0 46.0

Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

22 15.5
21 14 15
20 14 15 15.5
19 12 15 15
18 12 14
17 12
16 12
15 9 12

Montageplaathoogte

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12

.6
 

3 
(8

)

39 (40.5)

Met geïntegreerde demping.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  12905-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  110/45E  

+45° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Inset

1.
2
5.

5

XX 
+ 

47
.5

19
31.5

1956

X

Cross mounting plates with fixing distance 37

D
oo

r 
ov

er
la

y

Cup distance
3 4 5 6 7

22 53.0
21 53.0 51.5
20 51.0 50.5 50.0
19 52.0 50.0 49.0
18 50.5 48.5
17 49.0
16 47.5
15 49.0 46.0

Cross mounting plate position (X)

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

22 15.5
21 14 15
20 14 15 15.5
19 12 15 15
18 12 14
17 12
16 12
15 9 12

Montageplaathoogte

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 2.4 2.1 2.1 2.1 2.0
22.0 1.6 1.6 1.6 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 0.6 0.6 0.6 0.6 0.6
16.0 0.6 0.6 0.6 0.6 0.6

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso

m
in

. 
12
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3 
(8

)

39 (40.5)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  13305-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS  120/-15A 

-15° ANGLE CORNER CABINET HINGE

INSTALLATION INFORMATION  All dimensions in millimetres

Overlay 1

414.5

1922.5

75
°

19

X X 
+ 

47
.5

17

1.
5

D
eu

ro
ps

la
g

Boorafstand
3 4 5 6 7

18.0 0
17.0 0
16.0 0
15.0 0
14.5 2 3
14.0 0 3.5
13.5 2 3
13.0 3.5
12.5 2 3
12.0 3.5
11.5 3 6
11.0 3.5
10.5 3 6
10.0 3.5
9.5 6
8.5 6

Montageplaathoogte

X

Cross mounting plates with fixing distance 37

Mounting plate height
0 2 3 3.5 6

X 40 40.5 40.5 41 41.5
Cross mounting plate position (X)

X

 Linear mounting plates

Mounting plate height
0 2 3 3.5

X 23 23.5 23.5 24
Linear mounting plate position (X)

MINIMUM REVEAL

D
oo

r 
th

ic
kn

es
s

Cup distance
3 4 5 6 7

24.0 6.4 5.4 4.4 3.4 2.4
22.0 3.0 2.0 1.5 1.5 1.5
21.0 1.4 1.3 1.3 1.3 1.3
20.0 1.1 1.1 1.1 1.1 1.1
19.0 0.9 0.9 0.9 0.9 0.9
18.0 0.7 0.7 0.7 0.7 0.7
17.0 1.0 1.0 1.0 1.0 1.5
16.0 1.0 1.0 1.0 1.0 1.0

Minimum reveal (F) 

NOTES

Minimum reveal for doors with bevelled 
edges (R = 1 mm) (factory setting).

We recommend a trial fitting.

DRILLING PATTERNS 45/9.5

Screw fixing

9.
5

45

35+0.1

Combination drilling pattern for Impresso

45

8 9.
5

35+0.1

48

8 9

35+0.1

CUP DIMENSIONS

39
 (4

0.
5)

62 (64.5) ( ) Impresso
m

in
. 

12
.6

 

3 
(8

)

39 (40.5)

SCHARNIEREN TIOMOS

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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MONTAGEPLATEN TIOMOS

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

1

32

32

37

20 32

37/32

Ø 5
32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

Hoogteverstelling
+/-2,5 mm

Zijdelingseverstelling
+/-2 mm

Diepteverstelling
+3/-2 mm

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

1D-kruismontageplaat, 4 puntbevestiging

OM AAN TE SCHROEVEN

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

- staal, vernikkeld
- bevestiging met houtschroeven ø 3.5 x 15 mm
- met geïntegreerde hoogteverstelling

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

37/32 HOOGTE

0
2
3

3.5

CODE

1200-4046
1200-4047
1200-4048
1200-4049

1D-kruismontageplaat, 4 puntbevestiging

MET VOORGEMONTEERDE EUROSCHROEVEN (13.5 MM)

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

- staal, vernikkeld
- bevestiging met voorgemonteerde euroschroeven
- met geïntegreerde hoogteverstelling

37/32 HOOGTE

0
2
3

3.5

CODE

1200-4061
1200-4062
1200-4063
1200-4064

1D-kruismontageplaat, 4 puntbevestiging, voor middenwandaanslag

MET VOORGEMONTEERDE EUROSCHROEVEN (10 MM)

- staal, vernikkeld
- bevestiging met voorgemonteerde euroschroeven
- met geïntegreerde hoogteverstelling
- voor middenwandaanslag

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier144 05-2011
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TIOMOS 
Mounting plates   

1

32

ORDER INFORMATION

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• With convenient height adjustment (HV) 

via worm gear

32

37

20 32

0 F058139746

2 F058139747

3 F058139748

3.5 F058139749

1D CROSS MOUNTING PLATE, 4-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

0 F058139761

2 F058139762

3 F058139763

3.5 F058139764

1D CROSS MOUNTING PLATE, 4-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled Euro screws (10 mm) 37/32 Height Item No.

•  Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear
• For twin application Ø 5

7.5(Ø 6.3 x 10)

32

37

20 32

0 F058139863

2 F058139864

3 F058139865

3.5 F058139866

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate Ø 10

32

37 12

20 32

0 F058139751

2 F058139752

3 F058139753

3.5 F058139754

Tiomos. .Mounting plates. .

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

37/32 HOOGTE

0
2
3

3.5

CODE

1200-4163
1200-4164
1200-4165
1200-4166

1D-kruismontageplaat, 4 puntbevestiging

IMPRESSO (GEREEDSCHAPSLOOS)

- staal vernikkeld
- bevestiging met ø 10 mm drevel
- met geïntegreerde hoogteverstelling
- montageplaten niet met de hamer
	 inkloppen

37/32 HOOGTE

0
2
3

3.5

CODE

1200-4051
1200-4052
1200-4053
1200-4054

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26
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TIOMOS 
Mounting plates   

1

32

ORDER INFORMATION

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• With convenient height adjustment (HV) 

via worm gear

32

37

20 32

0 F058139746

2 F058139747

3 F058139748

3.5 F058139749

1D CROSS MOUNTING PLATE, 4-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

0 F058139761

2 F058139762

3 F058139763

3.5 F058139764

1D CROSS MOUNTING PLATE, 4-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled Euro screws (10 mm) 37/32 Height Item No.

•  Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear
• For twin application Ø 5

7.5(Ø 6.3 x 10)

32

37

20 32

0 F058139863

2 F058139864

3 F058139865

3.5 F058139866

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate Ø 10

32

37 12

20 32

0 F058139751

2 F058139752

3 F058139753

3.5 F058139754

Tiomos. .Mounting plates. .

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.
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TIOMOS 
Mounting plates   

1

32

ORDER INFORMATION

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• With convenient height adjustment (HV) 

via worm gear

32
37

20 32

0 F058139746

2 F058139747

3 F058139748

3.5 F058139749

1D CROSS MOUNTING PLATE, 4-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

0 F058139761

2 F058139762

3 F058139763

3.5 F058139764

1D CROSS MOUNTING PLATE, 4-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled Euro screws (10 mm) 37/32 Height Item No.

•  Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear
• For twin application Ø 5

7.5(Ø 6.3 x 10)

32

37

20 32

0 F058139863

2 F058139864

3 F058139865

3.5 F058139866

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate Ø 10

32

37 12

20 32

0 F058139751

2 F058139752

3 F058139753

3.5 F058139754

Tiomos. .Mounting plates. .

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.
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TIOMOS 
Mounting plates   

1

32

ORDER INFORMATION

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• With convenient height adjustment (HV) 

via worm gear

32

37

20 32

0 F058139746

2 F058139747

3 F058139748

3.5 F058139749

1D CROSS MOUNTING PLATE, 4-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear Ø 5

32
37 12(Ø 6.3 x 13.5)

20 32

0 F058139761

2 F058139762

3 F058139763

3.5 F058139764

1D CROSS MOUNTING PLATE, 4-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled Euro screws (10 mm) 37/32 Height Item No.

•  Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear
• For twin application Ø 5

7.5(Ø 6.3 x 10)

32

37

20 32

0 F058139863

2 F058139864

3 F058139865

3.5 F058139866

1D CROSS MOUNTING PLATE, 4-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate Ø 10

32

37 12

20 32

0 F058139751

2 F058139752

3 F058139753

3.5 F058139754

Tiomos. .Mounting plates. .

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

1D-kruismontageplaat, 4 puntbevestiging

OM AAN TE SCHROEVEN
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Montageplaathoogte

Montageplaathoogte 2

3

- staal, vernikkeld
- bevestiging met euroschroeven ø 6,3 mm
- met geïntegreerde hoogteverstelling

37/32 HOOGTE

0
2
3

3.5

CODE

1200-4056
1200-4057
1200-4058
1200-4059
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Onder voorbehoud van maatafwijkingen en technische veranderingen.
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ECO-kruismontageplaat, 3 puntbevestiging, voor middenwandaanslag

MET VOORGEMONTEERDE PAN HEAD EUROSCHROEVEN (10 MM)

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier146 05-2011

1

2
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6

7

8

TIOMOS 
Mounting plates   

31

2

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• Height adjustment (HV) via slot

32
37 26

-2 F058139720

0 F058139721

2 F058139722

3 F058139723

3.5 F058139724

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws 
• Height adjustment (HV) via slot

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26
-2 F058139735

0 F058139736

2 F058139737

3 F058139738

3.5 F058139739

ECO CROSS MOUNTING PLATE, 3-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled pan head Euro screws (10.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws
• Height adjustment (HV) via slot
• For twin application

7.5
(Ø 6.3 x 10.5)

32

37

Ø 5

26
-2 F058139857

0 F058139858

2 F058139859

3 F058139860

3.5 F058139861

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

Tiomos. .Mounting plates. .

- staal vernikkeld
- bevestiging met voorgemonteerde pan head euroschroeven
- met geïntegreerde hoogteverstelling
- voor middenwandaanslag

37/32 HOOGTE

-2
0
2
3

3.5

CODE

1200-4157
1200-4158
1200-4159
1200-4160
1200-4161

ECO-kruismontageplaat, 3 puntbevestiging

OM AAN TE SCHROEVEN

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier146 05-2011
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TIOMOS 
Mounting plates   

31

2

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• Height adjustment (HV) via slot

32
37 26

-2 F058139720

0 F058139721

2 F058139722

3 F058139723

3.5 F058139724

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws 
• Height adjustment (HV) via slot

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26
-2 F058139735

0 F058139736

2 F058139737

3 F058139738

3.5 F058139739

ECO CROSS MOUNTING PLATE, 3-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled pan head Euro screws (10.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws
• Height adjustment (HV) via slot
• For twin application

7.5
(Ø 6.3 x 10.5)

32

37

Ø 5

26
-2 F058139857

0 F058139858

2 F058139859

3 F058139860

3.5 F058139861

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

Tiomos. .Mounting plates. .

- staal vernikkeld
- bevestiging met houtschroeven ø 3,5 x 15 mm
- met geïntegreerde hoogteverstelling

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier146 05-2011
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TIOMOS 
Mounting plates   

31

2

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• Height adjustment (HV) via slot

32

37 26
-2 F058139720

0 F058139721

2 F058139722

3 F058139723

3.5 F058139724

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws 
• Height adjustment (HV) via slot

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26
-2 F058139735

0 F058139736

2 F058139737

3 F058139738

3.5 F058139739

ECO CROSS MOUNTING PLATE, 3-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled pan head Euro screws (10.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws
• Height adjustment (HV) via slot
• For twin application

7.5
(Ø 6.3 x 10.5)

32

37

Ø 5

26
-2 F058139857

0 F058139858

2 F058139859

3 F058139860

3.5 F058139861

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

Tiomos. .Mounting plates. .

37/32 HOOGTE

-2
0
2
3

3.5

CODE

1200-4020
1200-4021
1200-4022
1200-4023
1200-4024

ECO-kruismontageplaat, 3 puntbevestiging

MET VOORGEMONTEERDE PAN HEAD EUROSCHROEVEN (13.5 MM)

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

- staal vernikkeld
- bevestiging met voorgemonteerde pan head euroschroeven
- met geïntegreerde hoogteverstelling

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

37/32 HOOGTE

-2
0
2
3

3.5

CODE

1200-4035
1200-4036
1200-4037
1200-4038
1200-4039

MONTAGEPLATEN TIOMOS

1D-kruismontageplaat, 2 puntbevestiging

OM AAN TE SCHROEVEN

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

- zamak/staal, vernikkeld
- bevestiging met houtschroeven ø 3.5 x 15 mm
- met geïntegreerde hoogteverstelling

1

32

32

37

20 32

37/32

Ø 5

32

37 12(Ø 6.3 x 13.5)

20 32

1 2 3

32

37 Ø 3.5 x 15

X

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26

37/32 HOOGTE

6
8
9

9.5
12
14
15

15.5
19
21

CODE

1200-4192
1200-4186
1200-4187
1200-4188
1200-4193
1200-4189
1200-4190
1200-4191
1200-4194
1200-4195

1D-kruismontageplaat, 2 puntbevestiging

MET VOORGEMONTEERDE EUROSCHROEVEN (13.5 MM)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14505-2011

1
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

1

32

ORDER INFORMATION

1D CROSS MOUNTING PLATE, 2-POINT SCREW FIXING
For screw fixing 37/32 Height Item No.

• Zamak/steel, nickel-plated
• Fixing with wood screws  

(3.5 x 15 mm)
• With convenient height adjustment (HV) 

via worm gear

32

37 Ø 3.5 x 15

X

6 F058139892

8 F058139886

9 F058139887

9.5 F058139888

12 F058139893

14 F058139889

15 F058139890

15.5 F058139891

19 F058139894

21 F058139895

1D CROSS MOUNTING PLATE, 2-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 37/32 Height Item No.

• Zamak/steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear

Ø 5

32

37 12(Ø 6.3 x 13.5)

X

6 F058139873

8 F058139880

9 F058139881

9.5 F058139882

12 F058139874

14 F058139883

15 F058139884

15.5 F058139885

19 F058139875

21 F058139896

1D CROSS MOUNTING PLATE, 4-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear 
 
Note: available on request! Ø 5

32

12

20 32

28
(Ø 6.3 x 13.5) 0 F058139811

2 F058139812

3 F058139813

3.5 F058139814

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

- zamak/staal, vernikkeld
- bevestiging met voorgemonteerde euroschroeven
- met geïntegreerde hoogteverstelling

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14505-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

1

32

ORDER INFORMATION

1D CROSS MOUNTING PLATE, 2-POINT SCREW FIXING
For screw fixing 37/32 Height Item No.

• Zamak/steel, nickel-plated
• Fixing with wood screws  

(3.5 x 15 mm)
• With convenient height adjustment (HV) 

via worm gear

32

37 Ø 3.5 x 15

X

6 F058139892

8 F058139886

9 F058139887

9.5 F058139888

12 F058139893

14 F058139889

15 F058139890

15.5 F058139891

19 F058139894

21 F058139895

1D CROSS MOUNTING PLATE, 2-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 37/32 Height Item No.

• Zamak/steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear

Ø 5

32

37 12(Ø 6.3 x 13.5)

X

6 F058139873

8 F058139880

9 F058139881

9.5 F058139882

12 F058139874

14 F058139883

15 F058139884

15.5 F058139885

19 F058139875

21 F058139896

1D CROSS MOUNTING PLATE, 4-POINT FIXING
With pre-assembled Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled  

Euro screws
• With convenient height adjustment (HV) 

via worm gear 
 
Note: available on request! Ø 5

32

12

20 32

28
(Ø 6.3 x 13.5) 0 F058139811

2 F058139812

3 F058139813

3.5 F058139814

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

37/32 HOOGTE

6
8
9

9.5
12
14
15

15.5
19
21

CODE

1200-4173
1200-4180
1200-4181
1200-4182
1200-4174
1200-4183
1200-4184
1200-4185
1200-4175
1200-4196

GRASS  THE CATALOGUE Packaging units are not covered in this catalogue; please enquire with your supplier146 05-2011

1

2

3

4

5
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7

8

TIOMOS 
Mounting plates   

31

2

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For screw fixing 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm 
• Height adjustment (HV) via slot

32

37 26
-2 F058139720

0 F058139721

2 F058139722

3 F058139723

3.5 F058139724

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws 
• Height adjustment (HV) via slot

Ø 5

32

37 12
(Ø 6.3 x 13.5)

26
-2 F058139735

0 F058139736

2 F058139737

3 F058139738

3.5 F058139739

ECO CROSS MOUNTING PLATE, 3-POINT FIXING, FOR TWIN APPLICATION
With pre-assembled pan head Euro screws (10.5 mm) 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head  

Euro screws
• Height adjustment (HV) via slot
• For twin application

7.5
(Ø 6.3 x 10.5)

32

37

Ø 5

26
-2 F058139857

0 F058139858

2 F058139859

3 F058139860

3.5 F058139861

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

Tiomos. .Mounting plates. .

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a

1a.22



MONTAGEPLATEN TIOMOS

-5°kantelbaar

OM AAN TE SCHROEVEN

- zamack vernikkeld
- om onder kruismontageplaten te leggen
- niet stapelbaar

37/32 HOOGTE

3

CODE

1200-4458

1D-linairmontageplaat, 2 puntbevestiging

IMPRESSO (GEREEDSCHAPSLOOS)

- staal, vernikkeld
- bevestiging ø 10 drevel
- met geïntegreerde hoogteverstelling
- montageplaat niet met de hamer inkoppen

20/32 HOOGTE

0
2
3

3.5

CODE

1200-4206
1200-4207
1200-4208
1200-4209

+5° kantelbaar

OM AAN TE SCHROEVEN

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14905-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

ORDER INFORMATION

+5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Can be stacked (max. 3)

32

1

X

5°

3 F072135757

-5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Cannot be stacked

5°

32

X

1

3 F072135758

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently of each 
other.

- zamack vernikkeld
- om onder kruismontageplaten te leggen
- max. 3 stuks stapelbaar

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14905-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

ORDER INFORMATION

+5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Can be stacked (max. 3)

32

1

X

5°

3 F072135757

-5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Cannot be stacked

5°

32

X

1

3 F072135758

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently of each 
other.

37/32 HOOGTE

3

CODE

1200-4457

ECO-kruismontageplaat, 3 puntbevestiging

IMPRESSO (GEREEDSCHAPSLOOS)

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14705-2011

1

2

3

4

5

6

7

8

HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

31

2

32

1

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• Height adjustment (HV) via slot
• Do not use a hammer for inserting the 

mounting plate
Ø 10

32

37 1226
-2 F058139725

0 F058139726

2 F058139727

3 F058139728

3.5 F058139729

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head Euro 

screws 
• Height adjustment (HV) via slot

Ø 5

32

12
(Ø 6.3 x 13.5)

3528
-2 F058139785

0 F058139786

2 F058139787

3 F058139788

3.5 F058139789

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For screw fixing 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm or with Euro screws 

•  With convenient height adjustment (HV) 
via worm gear

20 32

Ø 3.5 0 F059139701

2 F059139702

3 F059139703

3.5 F059139704

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For Press fitting 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate

20 32

10
13

0 F059139706

2 F059139707

3 F059139708

3.5 F059139709

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

- staal, vernikkeld
- bevestiging met ø 10 mm drevel
- met geïntegreerde hoogteverstelling
- montageplaat niet met de hamer inkoppen

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14705-2011
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

31

2

32

1

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• Height adjustment (HV) via slot
• Do not use a hammer for inserting the 

mounting plate
Ø 10

32

37 1226
-2 F058139725

0 F058139726

2 F058139727

3 F058139728

3.5 F058139729

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head Euro 

screws 
• Height adjustment (HV) via slot

Ø 5

32

12
(Ø 6.3 x 13.5)

3528
-2 F058139785

0 F058139786

2 F058139787

3 F058139788

3.5 F058139789

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For screw fixing 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm or with Euro screws 

•  With convenient height adjustment (HV) 
via worm gear

20 32

Ø 3.5 0 F059139701

2 F059139702

3 F059139703

3.5 F059139704

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For Press fitting 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate

20 32

10
13

0 F059139706

2 F059139707

3 F059139708

3.5 F059139709

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

37/32 HOOGTE

-2
0
2
3

3.5

CODE

1200-4025
1200-4026
1200-4027
1200-4028
1200-4029

1D-linairmontageplaat, 2 puntbevestiging

OM AAN TE SCHROEVEN

- staal, vernikkeld
- bevestiging met houtscharnieren ø 3.5 x 15 mm of 
	 euroschroeven ø 6.3 x 13.5 mm
- met geïntegreerde hoogteverstelling

20/32 HOOGTE

0
2
3

3.5

CODE

1200-4201
1200-4202
1200-4203
1200-4204

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14705-2011
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

31

2

32

1

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• Height adjustment (HV) via slot
• Do not use a hammer for inserting the 

mounting plate
Ø 10

32

37 1226
-2 F058139725

0 F058139726

2 F058139727

3 F058139728

3.5 F058139729

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head Euro 

screws 
• Height adjustment (HV) via slot

Ø 5

32

12
(Ø 6.3 x 13.5)

3528
-2 F058139785

0 F058139786

2 F058139787

3 F058139788

3.5 F058139789

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For screw fixing 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm or with Euro screws 

•  With convenient height adjustment (HV) 
via worm gear

20 32

Ø 3.5 0 F059139701

2 F059139702

3 F059139703

3.5 F059139704

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For Press fitting 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate

20 32

10
13

0 F059139706

2 F059139707

3 F059139708

3.5 F059139709

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14705-2011
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

31

2

32

1

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• Height adjustment (HV) via slot
• Do not use a hammer for inserting the 

mounting plate
Ø 10

32

37 1226
-2 F058139725

0 F058139726

2 F058139727

3 F058139728

3.5 F058139729

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head Euro 

screws 
• Height adjustment (HV) via slot

Ø 5

32

12
(Ø 6.3 x 13.5)

3528
-2 F058139785

0 F058139786

2 F058139787

3 F058139788

3.5 F058139789

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For screw fixing 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm or with Euro screws 

•  With convenient height adjustment (HV) 
via worm gear

20 32

Ø 3.5 0 F059139701

2 F059139702

3 F059139703

3.5 F059139704

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For Press fitting 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate

20 32
10

13

0 F059139706

2 F059139707

3 F059139708

3.5 F059139709

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14705-2011
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

31

2

32

1

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• Height adjustment (HV) via slot
• Do not use a hammer for inserting the 

mounting plate
Ø 10

32

37 1226
-2 F058139725

0 F058139726

2 F058139727

3 F058139728

3.5 F058139729

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head Euro 

screws 
• Height adjustment (HV) via slot

Ø 5

32

12
(Ø 6.3 x 13.5)

3528
-2 F058139785

0 F058139786

2 F058139787

3 F058139788

3.5 F058139789

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For screw fixing 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm or with Euro screws 

•  With convenient height adjustment (HV) 
via worm gear

20 32

Ø 3.5 0 F059139701

2 F059139702

3 F059139703

3.5 F059139704

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For Press fitting 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate

20 32

10
13

0 F059139706

2 F059139707

3 F059139708

3.5 F059139709

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14705-2011
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

31

2

32

1

ORDER INFORMATION

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
For press fitting 37/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• Height adjustment (HV) via slot
• Do not use a hammer for inserting the 

mounting plate
Ø 10

32

37 1226
-2 F058139725

0 F058139726

2 F058139727

3 F058139728

3.5 F058139729

ECO CROSS MOUNTING PLATE, 3-POINT FIXING
With pre-assembled pan head Euro screws (13.5 mm) 28/32 Height Item No.

• Steel, nickel-plated
• Fixing with pre-assembled pan head Euro 

screws 
• Height adjustment (HV) via slot

Ø 5

32

12
(Ø 6.3 x 13.5)

3528
-2 F058139785

0 F058139786

2 F058139787

3 F058139788

3.5 F058139789

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For screw fixing 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with wood screws  

Ø 3.5 x 15 mm or with Euro screws 

•  With convenient height adjustment (HV) 
via worm gear

20 32

Ø 3.5 0 F059139701

2 F059139702

3 F059139703

3.5 F059139704

1D LINEAR MOUNTING PLATE, 2-POINT FIXING
For Press fitting 20/32 Height Item No.

• Steel, nickel-plated
• Fixing with Ø 10 mm dowels
• With convenient height adjustment (HV) 

via worm gear
• Do not use a hammer for inserting the 

mounting plate

20 32

10
13

0 F059139706

2 F059139707

3 F059139708

3.5 F059139709

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2.5 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently  
of each other.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14905-2011

1
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8

HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

ORDER INFORMATION

+5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Can be stacked (max. 3)

32

1

X

5°

3 F072135757

-5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Cannot be stacked

5°

32

X

1

3 F072135758

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently of each 
other.

All dimensions in millimetres. Subject to changes  THE CATALOGUE GRASS  14905-2011
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HINGE SYSTEMS
TIOMOS 

MOUNTING PLATES

ORDER INFORMATION

+5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Can be stacked (max. 3)

32

1

X

5°

3 F072135757

-5° WEDGE
For screw fixing 37/32 Height Item No.

• Zamak, nickel-plated
• For placing under cross mounting plates
• Cannot be stacked

5°

32

X

1

3 F072135758

Hinge systems.Tiomos.Mounting plates

1 2 3
(HV) Height 
adjustment 
+/-2 mm

(SV) Side  
adjustment 
+/- 2 mm

(TV) Depth 
adjustment 
+3/-2 mm

All adjustments can be carried out independently of each 
other.
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Scharnieren NEXIS Click-on vernikkeld opening 110° - 48 mm.

110°

6543
019

018
2017

2016
4215

4214
413

412

Boorafstand (K)

De
ur

op
sla

g 
m

ax
 

K

SCHARNIEREN NEXIS 110

montageplaatsterkte (f)

6543
011

010
209

208
427

426
45

44

Boorafstand (K)
De

ur
op

sla
g 

m
ax

 

montageplaatsterkte (f)

6543
420

421
42

Boorafstand (K)

De
ur

op
sla

g 
m

ax
 

montageplaatsterkte (f)

		  recht				    A02600
		  met drevels				    A02610

code 

		  gekraakt 8 mm			   A02601
code 

		  gekraakt 15 mm			   A02602
code 
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Scharnieren NEXIS CLICK vernikkeld opening 95° - 48 mm zonder veer.

ZONDER
VEER

SCHARNIEREN NEXIS 95

6543
019

018
2017

2016
4215

4214
413

412

Boorafstand (K)

De
ur

op
sla

g 
m

ax
 

montageplaatsterkte (f)

		  recht				    A02665
code 

6543
019

018
2017

2016
4215

4214
413

412

Boorafstand (K)

De
ur

op
sla

g 
m

ax
 

montageplaatsterkte (f)

		  gekraakt 8 mm			   A02666
code 

6543
420

421
42

Boorafstand (K)

De
ur

op
sla

g 
m

ax
 

montageplaatsterkte (f)

		  gekraakt 15 mm			   A02667
code 
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Scharnieren NEXIS Click-on vernikkeld opening 170° - 48 mm.

170°

K

876543
021

020
2019

2018
42017

42016
4215

4214
413

Boorafstand (K)

De
ur

op
sla

g 
m

ax
 

412
montageplaatsterkte (f)

		  recht				    A02611
code 

positie A02690/A02625 mogelijke positie A02625

positie A02626/A02627

SCHARNIEREN NEXIS SOFT-CLOSE

SCHARNIEREN NEXIS 170

Deurdemper Soft-Close vernikkeld - mogelijk voor scharnieren - recht, gekraakt op 0, 8, 15 mm + W90 Click-on.

						      A02690
code 

Afdekkap vernikkeld.

code 
			   voor arm voor 0 mm			   A02691
			   voor pot voor 8 mm - 15 mm		  A02693

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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Scharnieren NEXIS Click-on vernikkeld voor W90 opening 95°.

K

Soft-Close mogelijk

SCHARNIEREN NEXIS 95

6543
0,10,10,10,116
0,20,20,20,218
0,30,30,30,319
0,40,40,40,420
0,70,70,70,722
1,01,01,01,024
1,41,41,41,426
1,91,91,91,928
2,53,62,93,830

Boorafstand (K)

Di
kt

e

C

						      A02645
		  met drevels				    A02650

code 

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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hoogte regelbaar diepte regelbaar

Stelplaat NEXIS Click-on 2D vernikkeld met drevels.

		  dikte				  
		  0 mm				    A02880
		  2 mm				    A02881
		  4 mm				    A02882

code 

hoogte regelbaar

Stelplaat NEXIS Click-on vernikkeld met eurovijzen.

Stelplaat NEXIS Click-on vernikkeld met eurovijzen.

Stelplaat NEXIS Click-on vernikkeld.

Stelplaat NEXIS Click-on vernikkeld.

Stelplaat NEXIS Click-on 2D vernikkeld.

hoogte regelbaar

hoogte regelbaar
diepte regelbaar

MONTAGEPLATEN NEXIS

		  met eurovijzen 13,5 mm		
		  dikte				  
		  0 mm				    A02670
		  2 mm				    A02671
		  4 mm				    A02672

		  met eurovijzen 13,5 mm		
		  dikte				  
		  0 mm				    1105-3700

		  gaten voor eurovijzen		
		  dikte				  
		  0 mm				    A02680
		  2 mm				    A02681
		  4 mm				    1105-1004
		  8 mm				    A02683

		  gaten voor houtvijzen		
		  dikte				  
		  0 mm				    A02687
		  2 mm				    A02679
		  4 mm				    A02689
		  8 mm				    A02688

		  gaten voor houtschroeven
		  dikte				  
		  0 mm				    A02677
		  2 mm				    A02678

code 

code 

code 

code 

code 

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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code uitvoering omschrijving

Regelbare duwsnapper
Regelbare duwsnapper met demper met houder om te vijzen.

groot model 40 mm 2505-2510lichtgrijs

code uitvoering omschrijving

Regelbare duwsnapper
Regelbare duwsnapper met demper met houder om te Vijzen.

Klein model 13 mm lichtgrijs 2505-3510

code uitvoering omschrijving

lichtgrijs 2505-2520

Regelbare duwsnapper ONETOUCH
Regelbare duwsnapper met demper met houder om te Vijzen.

Groot model 40 mm

code uitvoering omschrijving

Duwsnapper

Duwsnapper ø 10 mm met demper om in te boren.

2505-4510lichtgrijs

39,5 mm

Ø 12 mm76,5 mm

Ø
 9

,8
 m

m

3 mm

PUSH-TO-OPEN (P2O)
Push-to-Open voor meubeldeuren zonder greep

code uitvoering omschrijving

P2O Pin

Deuropeningssysteem voor meubeldeuren zonder greep 
voor opliggende en inliggende deuraanslag.

Slechts in combinatie met Intermat P2O
snelmontagescharnieren te gebruiken voor deurbreedtes van 

300-600 mm en deurhoogtes van 300-2400 mm.

kunststof/ 
grijs

2521-8500

www.hettich.be

13,5

49,5

3,5

2,5

14

10

32 50

ø 4 x 16

15,5

51

2,5

14 16

ø 3,5 x 16 

15,5

64

2

14 16

ø 3,5 x 16 

153

ø 5 x 10

32

± 1,5
14,5

6,5

ø 8 x 13

21

53

± 1,75

± 2,5
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PUSH-TO-OPEN
Push-to-Open voor meubeldeuren zonder greep

code 

code 

code 

uitvoering 

uitvoering 

uitvoering 

omschrijving

omschrijving

code uitvoering omschrijving

code uitvoering omschrijving

Regelbare magneetsnapper
Regelbare magneetsnapper 5kg. met demper met houder 

om te vijzen.

klein model 13 mm

Regelbare magneetsnapper
Regelbare magneetsnapper 5kg. met demper met houder 

om te vijzen.

groot model 40 mm

Duwsnapper dubbel
met demper voor schuiven.

2505-3500

2505-2500

2505-0300

2505-5300

2505-1300

lichtgrijs

lichtgrijs

zwart

zwart

zwart

Optie
Tegenplaat

Optie
Tegenplaat 2502-3700

2502-3700

Dubbele drukmagneet  6 kg.
zonder tegenplaat

Enkele drukmagneet 6kg. 
zonder tegenplaat

omschrijving

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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A

B

SCHROEVEN

1027-0709
1027-0711
1027-0713
1027-0716
1027-0719
1027-0722
1027-0724

maat

6,3 x 9 mm
6,3 x 11 mm
6,3 x 13 mm
6,3 x 16 mm
6,3 x 19 mm
6,3 x 22 mm
6,3 x 25 mm

omschrijving

Euro-schroef

Voor directe bevestiging in boring
ø 5 mm.

Verzonken kop
Pozidrive-kruisgleuf.

1027-0725
1027-0729

A00074

6,3 x 15 mm
6,3 x 19 mm
6,3 x 30 mm

Euro-schroef

Voor directe bevestiging in boring
ø 5 mm.

Half ronde kop
Vernikkeld.

code 

B
A

6,3 x 11 mm
6,3 x 13 mm
6,3 x 14 mm

1027-0741
1027-0743
1027-0714

Euro-schroef

Pozidrive-
kruisgleuf.
verzinkt

6,3 x 13 mm
6,3 x 25 mm

1027-0733
1027-0735

Euro-schroef

Pozidrive-kruisgleuf.
verzinkt

B

B

A

A

6,3 x 12 mm
6,3 x 13 mm
6,3 x 15 mm

A00048
1027-0712
1027-0715

Euro-schroef

Pozidrive-
kruisgleuf.
vernikkeld

A

BB
A

3,5 x 13 mm 1027-0703Schroef voor bevestiging van
scharnierpot.

vernikkeld

A
B

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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Scharnier

regelbaar in hoogte en breedte

SPECIALE SCHARNIEREN

			   arm
			   6110			   A03700
			   6210			   A03701
			   6310			   A03702
			   6510			   A03703
			   6610			   A03705
			   6810			   A03704

			   top
			   vijsgaten			   A03710

			   top
			   drevels			   A03711

code 

code 

code 
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6110 3 mm 180° 0 mm inlig-
gend

16-21 mm 3 mm bij 180 ° 13 mm

6210 3 mm 270° 13 mm oplig-
gend

16-21 mm 0 mm bij 180 ° 13 mm

6310 3 mm 270° 16 mm oplig-
gend

16-21 mm 0 mm bij 180 ° 13 mm

6510 12,5 mm 230° 6,5 mm oplig-
gend

16-21 mm 0 mm bij 180 ° 13 mm

6610 6 mm 180° 6,5 mm oplig-
gend

16-21 mm 0 mm bij 180 ° 13 mm

6810 6 mm 230° 13 mm oplig-
gend

16-21 mm 0 mm bij 180 ° 13 mm

SPECIALE SCHARNIEREN

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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Onder voorbehoud van maatafwijkingen en technische veranderingen

1a.34

SPECIALE SCHARNIEREN

met veer
1004-8700

Scharnier voor koelkast

- met veer
- openingshoek 95°
- potdiameter: 35 mm
- potdiepte: 12,8 mm

Compleet met montageplaat en
opgeklipste kunststof plaat. Bij gebruik van de kunststofplaat 

krijgt men een afstand van 3 mm.

1122-0900
met veer

1100-2003verdikkingsplaat wit 2 mm

1,5

Veerscharnier zonder potboring

openingshoek 90°
met veer

uitvoering: verzinkt

omschrijving code

1120-9700
met veer

Plooideurscharnieren

- Eengewrichtpotscharnier met instelbaar verplaatst draaipunt.
- Openingshoek 180°
- Potdiepte: 12 mm
- Gegoten zink vernikkeld.

Meenemer voor ijskastdeur - wit

Te plaatsen tussen de ijskastdeur en de
keukenkastdeur.

6161-2500

1005-0760

ijskast

deur

Scharnier voor frontkader

- geschikt voor alle framebreedtes
- openingshoek 110°
- voor deurdiktes vanaf 13 mm
- potdiameter 35 mm
- met sluitautomatisme
- deuropdek min. 34 mm
- potafstand 2,5 mm
- opdekafstelling ± 2 mm
- hoogteverstelling ± 2 mm
- scharnierpot/-arm: staal vernikkeld

8
34

ø 35

10
4,3

16

33

12,5

5

* ***
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SPECIALE SCHARNIEREN

VERSTEKSCHARNIEREN

GS45/90 1107-1708

- voor verstek 45°
- vernikkeld
- openingshoek 135°
potdiameter: ø 35 mm

GS45/90K 1107-2702

- voor verstek 45°
- vernikkeld
- speciaal voor secretaires
- openingshoek 90°
potdiameter : ø 35 mm

1107-1700

1107-1701

Verstekscharnier 45°

- voor verstek 45°
- vernikkeld
- openingshoek 135°
- houtdikte: 16 tot 22 mm
potdiameter: ø 37 mm

Kruisstelplaat voor 45°

- om op te schroeven
- staal vernikkeld

code aanslag omschrijving

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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TAFELBLADSCHARNIEREN

1390-1268

L

L

L

H

L

H

H

H

L

L

L

H

L

H

H

H

L

L

L

H

L

H

H

H

code 
glans

vernikkeld

uitv.
Tafelbladscharnier  met in te frezen knoop

H x L = 30 x 68 mm
dikte = 2 mm

omschrijving

1390-2280glans
vernikkeld

Tafelbladscharnier 

H x L = 30 x 80 mm
dikte = 2 mm

1390-3747glans
vernikkeld

Tafelbladscharnier 

H x L = 30 x 47 mm
dikte = 1,5 mm

SPECIALE SCHARNIEREN
Snelmontagescharnier

- om aan te schroeven

1100-5000

opliggend
bocht 0 mm

Automatische scharnier in roestvrijstaal.

Vrijloop en ingebouwde opdekverstelling.

potdiameter: ø 35 mm

potdiepte: 11,25 mm

openingshoek 100°

code aanslag omschrijving

1100-6000roestvrijstaalStelplaat
2-dimensioneel regelbaar

code uitvoeringomschrijving

SCHARNIEREN IN RVS

VOLKERNSCHARNIER

Enkele scharnier 240°
1064-2700

Prämeta volkernscharnier

-	speciale scharnier voor dunne
	 deuren, ideaal voor volkern platen
-	vlakke scharnierarm, amper 4,5 mm 
	 opliggend
-	voor deurdikte van 10 tot 13 mm
-	opdek 3,5 (2*) mm
-	bij 10 mm afstandplaatjes D 1,5 
	 gebruiken
- vernikkeld

1064-2710Zelfsnijdende schroeven voor volkern 
scharnieren

-	behandeld met een speciale
	 roestwerende coating
-	lxb: 9,5 mm x 3,9 mm
-	boring: 3,6 mm

1064-2720Afstandplaatje 1,5 mm

code aanslag omschrijving

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a

1a.36



- Klepscharnier voor voorliggende kleppen
-	Kwaliteitsindeling volgens EN 15828, level 2
-	Deurformaat breedte x hoogte: 600 mm x 450 mm
-	Deurgewicht 3,5 kg
-	Potdiameter 35 mm / potdiepte 11,8 mm
-	Gescheiden montage van montageplaat en kleparm
-	Geïntegreerde diepteverstelling + 2 mm / - 2 mm
-	Hoogteverstelling via montageplaat
-	Alleen in combinatie met klephouders
-	Spuitgietzink vernikkeld / vernikkeld staal
-	Montageplaten Systeem 2006 moeten apart worden besteld, zie 
	 opschuif-potscharnier SlideOn

MARKANT 7.1 HT-46849

code omschrijving 

SPECIALE SCHARNIEREN

- 2-dimensioneel regelbaar
- hoogte en diepte regelbaar
- vernikkeld

- klapscharnier
- demonteerbaar
- vernikkeld

MARKANT 11 1120-6700

1120-6710

diepte: 12 mm

VALDEURSCHARNIEREN
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1 mm
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DeurBodem

Diepteverstelling Hoogteverstelling

2 3

50
 c

m

Flap sizes 80 cm 120 cm

aantal scharnieren

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a.37

1a



VALDEURSCHARNIEREN

- Minimalistisch en elegant design.

-	Unieke en exclusieve beweging.

-	De deur kan geopend worden wanneer de bodem van het paneel op een ander paneel ligt.

-	Kleine afmetingen (ø 26 mm boring voor deur en paneel).

-	Hoogte en diepte regelbaar.

- Ook geschikt voor aluminium profielen.

- De ideale oplossing voor een combinatie van verschillende deur- en paneeldiktes.

KIMANA

1120-6000

code 
vernikkeld

uitv.
Kimana scharnier

1120-6010vernikkeldMontageplaat voor Kimana scharnier

1120-6020vernikkeldAfdekkap voor Kimana scharnier

omschrijving

Montageplan

0,
5

2 min.

1,
5

1,
5

2 min.

1,
5

1,
5

1,
5

1,
5

1,51,5

NIVEAU

500

2
Hinges

3
Hinges

4
Hinges

5
Hinges

1000 1500 2000 2500

DEUR
BREEDTE

(mm)

AA
N

TA
L

SC
H

AR
N

IE
RE

N

60 - 100

10
,5

 +0
,3 0 9,

5

Ø
26

 
 0 -0

,2

27

15

= =

DOOR

Ø2,5x5

18 min.

10
,5

 +0
,3 0

14

9,
5

18 min.

Ø
26

 
 0 -0

,2

Ø2,5x5

27

= =

MEUBEL
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code plankdikteomschrijving uitvoering

1120-6100
1120-6101

1120-6110
1120-6111

rechts nikkel
links nikkel

rechts nikkel
links nikkel

18-30 mm
18-30 mm

30-40 mm
30-40 mm

Scharnier IN-SIDE

- Opbouwmontage of inbouwmontage
- Openingshoek 95°.
- Ideaal te combineren met de MINIWINCH

Extra te bestellen
	 IN-SIDE afdekkap inliggend rechts	 wit	
	 IN-SIDE afdekkap inliggend links	 wit	

	 IN-SIDE afdekkap inliggend rechts	 zwart	
	 IN-SIDE afdekkap inliggend links	 zwart	

	 IN-SIDE afdekkap inliggend rechts	 grijs	
	 IN-SIDE afdekkap inliggend links	 grijs	

	 IN-SIDE afdekkap opliggend rechts	 wit	
	 IN-SIDE afdekkap opliggend links	 wit	

	 IN-SIDE afdekkap opliggend rechts	 zwart	
	 IN-SIDE afdekkap opliggend links	 zwart	

	 IN-SIDE afdekkap opliggend rechts	 grijs	
	 IN-SIDE afdekkap opliggend links	 grijs	

1120-6120
1120-6121

1120-6122
1120-6123

1120-6124
1120-6125

1120-6130
1120-6131

1120-6132
1120-6133

1120-6134
1120-6135

min. 1,5 mm min. 1,5 mm min. 1,5 mm

Lade

Paneel 18÷20 Paneel 18÷20 Paneel 18÷20

Paneel 18÷20

Paneel

Paneel
Paneel

Deur

Deur Deur

20

18
 ÷

 2
0

18 ÷ 20

1,
5

18
,5

2

20

1,5

+
2 0

regelingsschroef Blokkeerschroef

Paneel Deur

18 18
 ÷

 2
0

1,
5

16
,5

2

18 ÷ 201,5

18

+
2 0

Ø 26

Paneel Deur

10
,5

15

23,5

Ø 26

14

23,5

10
,5

+
0,

2
0 +
0,

2
0

min. 1,5 mm min. 1,5 mm min. 1,5 mm

Lade

Paneel 18÷20 Paneel 18÷20 Paneel 18÷20

Paneel 18÷20

Paneel

Paneel
Paneel

Deur

Deur Deur

20

18
 ÷

 2
0

18 ÷ 20

1,
5

18
,5

2

20

1,5

+
2 0

regelingsschroef Blokkeerschroef

Paneel Deur

18 18
 ÷

 2
0

1,
5

16
,5

2

18 ÷ 201,5

18

+
2 0

min. 1,5 mm min. 1,5 mm min. 1,5 mm

Lade

Paneel 18÷20 Paneel 18÷20 Paneel 18÷20

Paneel 18÷20

Paneel

Paneel
Paneel

Deur

Deur Deur

20

18
 ÷

 2
0

18 ÷ 20

1,
5

18
,5

2

20

1,5

+
2 0

regelingsschroef Blokkeerschroef

Paneel Deur
18 18

 ÷
 2

0

1,
5

16
,5

2

18 ÷ 201,5

18

+
2 0

Technische tekeningen

Paneeldikte 20 mm Paneeldikte 18 mm

code omschrijving

F361 - Scharnier voor valdeuren ø 26 mm 1120-6050

VALDEURSCHARNIEREN
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MEUBELSCHARNIEREN

links	 rechts

deurdeel

links	 rechts

1391-1060

1391-1051
1391-1061

code 

Links
60 x 40 mm

Rechts
50 x 40 mm
60 x 40 mm

h x l

Paumel met vaaskop

Uitvoering: koper 
natuur

omschrijving

Vaste scharnier 1392-5040
1392-6040
1392-6050
1392-7055

1392-5140
1392-6140

1392-5740

code 

code 

koper
koper
koper
koper

verbronsd
verbronsd

vernikkeld

50 x 40 mm
60 x 40 mm
60 x 50 mm
70 x 55 mm

50 x 40 mm
60 x 40 mm

50 x 40 mm

uitvoering

uitvoering

h x l

h x l

omschrijving

omschrijving

1360-4963verzinkt63 x 44 mmZware gerolde scharnier met vaste 
pin.

1360-6950verzinkt50 x 30 mmLichte gerolde scharnier met vaste 
pin.

1360-5000vernikkeld51 x 64Gebogen scharnier.

Keukenmeubelscharnieren, met
dubbele bocht, voor halfbedekkende 

zijwand, vaste pen, vernikkeld.

code uitvoeringh x bomschrijving

1381-5700kunststof
(polypropyleen)

40 x 40 mmScharnier zonder stift.

wit

BL

H
14 mm

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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PIVOTS

1640-1098Pivot met afgeronde hoeken

- 100 mm
- een set voor 1 deur bestaat uit 1 groot 
stuk met rondel en 1 zonder rondel en 2 

kleine stukken.

blank

20Min. 1 paar

1640-5850Pivot gekraakt kompleet met rechte hoeken

A= 50 mm
D= 22 mm

- een set voor 2 deuren bestaat uit 8 stukken.

Min. 1 garnituur

verkoperd

1640-2045
1640-2046

1640-2020
1640-2021

1640-2022
1640-2027

code 
vernikkeld
verbronsd

koper
koper

uitvoering

Speunscharnier voor
inliggende deuren 

140 °

deurdikte: 16-20 mm

Huls voor stiftdeel

met kraag
zonder kraag

Pivot

met veer, demonteerbaar
vast

omschrijving

8 m
m

8 mm

10 mm

6,5 m
m

8 mm

10 mm

15 m
m

8 mm

10 mm

22 m
m

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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PIVOTS

PAUMELLEN MET DREVELS

1620-1109

1620-1111

1620-1180

verbronsd

verbronsd

2 tigen
verbronsd

Paumel 605 - 2 tigen 5,6 x 24 in ijzer

ø 9 mm
H = 66 mm

Paumel 605 - 2 tigen 6 x 25 in ijzer

ø 11 mm
H = 78 mm

Paumel 649 - 2/3 tigen 5,6 x 24 in ijzer

ø 10 mm
H = 120 mm

code uitvoeringomschrijving

1640-2140
1640-2141

Pivot 8 mm gekraakt in 
ijzer

zonder rondel
huls in koper

code omschrijving uitvoering

verkoperd
verkoperd

code omschrijving uitvoering

Standaarlengte : 3500 mm		 Gatenafstand : 60 mm
Knoopdikte : 3,2 / 3,7 mm		  Knooplengte : 15 mm

1400-1525
1400-1725

1400-3532
1400-3732

1400-3832
1400-3132

1400-5540
1400-5740

verkoperd
vernikkeld

verkoperd
vernikkeld

koper gepolierd
gesatineerd RVS

verkoperd
vernikkeld

25 x 0,7 mm

32 x 0,7 mm

32 x 0,8 mm

40 x 0,8 mm
Min. 1 lengte

PIANOSCHARNIEREN

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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code omschrijving uitvoering

ONZICHTBARE SCHARNIEREN

Kubikina scharnier K6100

Geleverd met afdekkap zwart of chroom mat
links/rechts omkeerbaar

Optie
Set Kubikina afdekkappen 

Freesset voor Kubikina

zwart
chroom mat

chroom mat
zwart
bruin
wit

1123-4300
1123-4600

1123-4960
1123-4970
1123-4910
1123-4990

1123-9960

KUBIKINA
De eerste onzichtbare, 3-dimensioneel regelbare scharnier voor meubels.
- minimum deurdikte: 18 mm
- eenvoudige montage
- onderhoudsvrij
- links/rechts omkeerbaar
- verschillende afwerkingen mogelijk door verwisselbare afdekkappen.

inliggend voorliggend

ook bruikbaar voor klapdeuren

Deurhoogte

Aantal scharnieren

Aantal scharnieren volgens hoogte/gewicht

en.koblenz.it

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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ONZICHTBARE SCHARNIEREN

1122-5510
1122-5512
1122-5514
1122-5516
1122-5518
1122-5524

ø 10 mm
ø 12 mm
ø 14 mm
ø 16 mm
ø 18 mm
ø 24 mm

16,5 mm
20 mm
23 mm
25 mm
27 mm

36,5 mm

11,5 mm
13,5 mm
15,5 mm
16,5 mm
18 mm
25 mm

2,5 mm
3,5 mm
3 mm
3 mm
3 mm

3,5 mm

code diam. a l f uitvoering

koper
koper
koper
koper
koper
koper

USY SCHARNIER 180° 14-19 mm

A
B
F

houtdikte

17-22 mm 20-26 mm 22-28 mm 24-32 mm 31-40 mm

16,5 20,0 23,0 25,0 27,0 36,5
2,0 2,2 3,0 3,0 3,0 3,5
2,5 3,5 3,0 3,0 3,0 3,5

T 11,0 13,5 15,5 16,5 17,0 25,0

B

H C

A
G

E
F

D

code HGFEDCBA

12,4

12,7

15,7

18,4

24,7

27,8

8,8

8,1

11,5

12,6

18

23

43,7

60,4

68,8

94

115,8

116

18,7

30

33,7

54,5

63,8

61,3

0,8

0,8

1,0

1,0

1,23

1,2

18,3

17,8

22,7

26,8

36,5

41

4,9

5,6

7,0

8,7

10,5

9,1

31,7

46

51,8

74

105

81,2

87,8

1124-5512

1124-5513

1124-5516

1124-5518

1124-5525

1124-5528

1124-5612

1124-5613

1124-5616

1124-5618

1124-5625

1124-5628

zamack
verkoperd

nikkel
geborsteld

ANDERE ONZICHTBARE SCHARNIEREN VOOR BINNENDEUREN ZIE GROEP 9

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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128°

GLASDEURSCHARNIEREN

code 

code 

omschrijving

omschrijving

SPIEGELDEURSCHARNIER

DEURDEMPER SOFT-CLOSE VERNIKKELD VOOR 
SPIEGELDEUR

1105-2700

1105-4700

1105-3700

1105-2000

opening 128°

adapter om op spiegel te kleven

stelplaat

!!! TE BEVESTIGEN MET UV-LIJM !!!

Onder voorbehoud van maatafwijkingen en technische veranderingen.

1a.45

1a



GLASDEURSCHARNIEREN

ET 5160 1040-1711

VOOR OPLIGGENDE DEUREN

- openingshoek 170°/ met veer
- glasdikte: 4-6 mm
- door klemschroef geen boring nodig
- deurmaat: max. B: 600 x H: 1000 mm

code 

20Min. 1 paar  - 

vernikkeld

uitv.omschrijving

ET 5150 1040-1701

VOOR INLIGGENDE DEUREN

- openingshoek 170°/ met veer
- glasdikte: 4-6
- door klemschroef geen boring nodig
- deurmaat: max. B:600 x H:1000 mm

20Min. 1 paar  - 

vernikkeld

ET 5150 Z 1040-1705

VOOR INLIGGENDE DEUREN
- middenscharnier
-	openingshoek 180°
-	glasdikte: max. 6,3 mm, boor ø 11 mm
-	noodzakelijk is een zijdelingse voeg 
	 van 2 mm
- gegoten zink

Het scharnier voor glazen deuren lijkt qua design op 
het scharnier 5150 en kan bij hogere deuren

hiermee worden gecombineerd.

vernikkeld

www.hettich.be

≤ 6,3 

16

16 3,1

14

Klemschroef

Glazen deur

Zijwand

1616

21

11,5
43

30
3,3

Klemschroef

 

≤ 6,3 

16

16 3,1

14

Klemschroef

Glazen deur

Zijwand

1616

21

11,5
43

30
3,3

Klemschroef

 

201

22
8

23

ø 12 5

≤ 6,3

Zijwand

Glazen deur

5150 Z

23

2
40

30

5150

Klemschroef

201

22
8

23

ø 12 5

≤ 6,3

Zijwand

Glazen deur

5150 Z

23

2
40

30

5150

Klemschroef

37

16 ≤ 6,3

Klemschroeven

Glazen deur

Zijwand

5150 Z

23

2
40

30

5150

Klemschroeven

237
16

24

5150 22
40

30

2

2,2

Klemschroeven

37

16 ≤ 6,3

Klemschroeven

Glazen deur

Zijwand

5150 Z

23

2
40

30

5150

Klemschroeven

237
16

24

5150 22
40

30

2

2,2

Klemschroeven

Drukmagneet

Tegenplaat voor drukmagneet

2505-1300

1040-7771
1040-7772

zwart

nikkel mat

links onder
rechts onder

ET 150 1040-6770

VOOR INLIGGENDE DEUREN

- openingshoek 105°
- zonder veer; 
  geschikt voor drukmagneet 2505-1300
- glasdikte : max. 5,2 mm
- zonder glasboring
- deurmaat : max. B:600 x H:1000 mm

nikkel mat

min.7,5

max.

9,3  ≤ 5,2
≥ 7,5

Klemschroeven

Glazen deur

Zijwand

 

  36

25

10

ø 10Klemschroeven

Voeg 2,8

Voeg3

min.7,5

max.

9,3  ≤ 5,2
≥ 7,5

Klemschroeven

Glazen deur

Zijwand

 

  36

25

10

ø 10Klemschroeven

Voeg 2,8

Voeg3

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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SOFT CLOSING DEURDEMPER

	-	 Deurdemper om in te boren of op te 
		 schroeven.
	-	 Geschikt voor draai- en klapdeuren.
	-	 Gebruik 2 dempers bij deurhoogtes van
		 meer dan 1 meter.

code kleur omschrijving

Deurdemper Soft Closing

Kan ingeboord worden of gemonteerd met onderstaande 
adapters.

Uitvoering: kunststof

grijs 1028-0000

99:(

Get an experience of
new soft closing system

+0.2
-0

37

code kleur omschrijving

Houder rechts

Uitvoering: kunststof

99:(

Get an experience of
new soft closing system

+0.2
-0

37

grijs

grijs

1028-0010

1028-0000
Extra te bestellen 

Deurdemper Soft Closing

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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DEURDEMPERS

code uitvoering

Deurdemper met 2 komponenten voor een extra stille 
deuraanslag

boring: ø 5 mm

Deurdemper in zachte kunststof
Boring = ø 6,5 mm

Deurdemper in kunststof met bolle aanslag
Boring = ø5 mm

Deurdemper in zachte kunststof met speciale muf.
Boring: ø 5 mm

Speciaal voor hout

Deurdemper
Boring: ø 5 mm

Deurdemper zelfklevend

diameter x hoogte
ø 10 mm x 3 mm

ø 7 mm x 1,5 mm

Deurdemper in kunststof
voor plaatsing in de rijboring 32 mm.

4620-4000lichtgrijs

4620-4400transparant

4620-6700

4620-8700
4620-9405

4620-9400

4620-4405

4620-8410
4620-8420

4620-3700

wit

wit
transparant

transparant

transparant

transparant
transparant

transparant

omschrijving

Deurdemper in zeer zachte kunststof.
boring: ø 5 mm

ø9

1,
5

8

Onder voorbehoud van maatafwijkingen en technische veranderingen.
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